Certificate of Compliance

Commercial Buildings Tax Deduction

Section 179D, Internal Revenue Code


Date: Wednesday, March 17, 2010

1.0 Project Certified By:

Name of Certifier: ______________________________________

Check One:  
( Professional Engineer – PE ID Number: _______________




( Licensed Contractor – License Number: _______________
Company Name: _______________________________________
Street Address: ________________________________________
City, State, Zip: ________________________________________
Phone: _______________________________________________
Email: ________________________________________________
2.0 Project Being Certified:

(Project was put into service during 20yy
)

Name of Project: ________________________________________________

Street Address: _________________________________________________

City, State, Zip: _________________________________________________
3.0 Statements of Certification:

3. The interior lighting systems that have been, or are planned to be, incorporated into the building satisfy the requirements of the interim rule of section 2.03(1)(b) of Notice 2006-52 and do the following:

· Achieve a reduction in lighting power density, as determined under the rules of Notice 2006-52, of at least 25 percent (50 percent in the case of a warehouse) of the minimum requirements in Table 9.3.1.1 or Table 9.3.1.2 (not including additional interior lighting power allowances) of Standard 90.1-2001; (See Attachment A.)
· Have controls and circuiting that comply fully with the mandatory and prescriptive requirements of Standard 90.1-2001; (See Attachment B.)
· Include provision for bi-level switching in all occupancies except hotel and motel guest rooms, store rooms, restrooms, public lobbies, and garages; (See Attachment B) and 

· Meet the minimum requirements for calculated lighting levels as set forth in the IESNA Lighting Handbook, Performance and Application, Ninth Edition, 2000; (See Attachment C.)
3.2 I hereby certify that:  (See Attachment D.)
· Field inspections of the building were performed by a qualified individual after the energy efficient lighting property has been placed in service;
· The field inspections confirmed that the building has met, or will meet, the reduction in lighting power density required by the design plans and specifications; and 

· The field inspections were performed in accordance with inspection and testing procedures that have been prescribed by the National Renewable Energy Laboratory (NREL) as Energy Savings Modeling and Inspection Guidelines for Commercial Building Federal Tax Deduction; and are in effect at this time.
· The building owner has received an explanation of the energy efficiency features of the building and its projected lighting power density.  (See Attachment E.)
Under penalties of perjury, I declare that I have examined this certification, including accompanying documents, and to the best of my knowledge and belief, the facts presented in support of this certification are true, correct, and complete.
Certified By: (Printed): _______________________________

Certified By: (Signature): _____________________________

Date: ___________________________
ATTACHMENT A
<Copy/paste a completed ‘Spaces’ worksheet from the new EEE2 spreadsheet for this attachment.>
ATTACHMENT B

<Copy/paste a completed ‘Controls’ worksheet from the new EEE2 spreadsheet for this attachment.>

ATTACHMENT C

<Copy/paste a completed ‘Light Levels’ worksheet from the new EEE2 spreadsheet for this attachment.>

ATTACHMENT D

<Copy/paste a completed ‘Field’ worksheet from the new EEE2 spreadsheet for this attachment.>

ATTACHMENT E

Insert a narrative here explaining the energy saving plan that this project followed with a reference to attachment A for the LPD values.  This should include a list of all components of the interior lighting system and it’s energy saving features.
�Fill in year and then delete this comment.





