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Power, Input/Output Modules

Series Contactors1 Voltage

SYA 2POLE 2 poles, 25A contacts

3POLE 3 poles, 60A contacts

4POLE 4 poles, 30A contacts

120 120V

277 277V

Intended Use

Synergy® two-, three- and 

four-pole lighting contactors 

install in a Synergy enclosure 

via the SYPM PLATE mount-

ing plate accessory and 

provide integral control of 

multi-phase lighting loads.

Electrical

Field replaceable contacts 

and coils.

25A contact rating  

(2POLE version).

60A contact rating  

(3POLE version).

30A contact rating  

(4POLE version).

System Features

Suitable for 120V/208V, 

120V/240V or 277V/480V 

branch circuit control. Up 

to four contactors can be 

installed per SYPM PLATE. 

One relay from an SYPM 8R, 

SYPM 8H or SYPM 8F power 

module is required to control 

the contactor coil for each 

lighting load controlled. 

For example, if four, 2-pole 

contactors are used for 

individual control of four, 

2-pole lighting loads, then 

four relays from an SYPM 8R, 

SYPM 8H or SYPM 8F power 

module will be required.

Listings

UL recognized components, 

CSA Certified.

Example: SYA 4POLE 120

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

ACCESSORIES
ORDER SEPERATELY

SYPM PLATE Mounting plate for multi-pole contactors. Maximum of four contactors can be mounted per SYPM PLATE.

Notes
1 One or more relays from an SYPM 8R power module 

will be required to control the contactor coil(s).

PRODUCT INFORMATIONPRODUCT INFORMATION Power, Input/Output Modules

SYPM DALI 
DALI Fluorescent Control Power Module

Series

SYPM DALI Network controller and power supply for three DALI loops1

Intended Use

Used in conjunction with 

system enclosure and SYSC 

MLX controller to provide 

manual and automatic 

control of compatible devices 

on a DALI network. Combine 

with other Synergy system 

SYPM power modules to 

create a complete integrated 

lighting control solution.

System Features

Module includes network 

controllers and power sup-

plies for three DALI networks 

(loops) of up to 64 devices 

each. Connected DALI devices 

may be configured via the 

Synergy system controller 

for status monitoring and 

prioritized control by any 

Synergy user interface,  

timeclock schedule or graphi-

cal workstation.

Listings

UL Listed to U.S. and Canadian 

safety standards.

Example: SYPM DALI

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

Notes
1 Requires SYE enclosure and SYSC MLS or MLX controller.

SHIPPING WEIGHT
4 lbs. (1.8 kg)
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Synergy Controllable Breaker Panel

Series Voltage Maximum rating Main feed options2 Mounting

SYBP18 18-pole capacity1

SYBP30 30-pole capacity1

SYBP42 42-pole capacity1

P1 120V/208V

P2 277V/480V

100 100A

225 225A

400 400A

ML Main lug

MB100 100A main breaker

MB225 225A main breaker

MB400 400A main breaker

T Top feed

B Bottom feed

  Door Controller Options

SS Standard surface

SF Standard flush

MLX Network system controller

MLS Stand-alone system controller

SCP Secondary panel, less controller

DMX Interface for connection to DMX512 control3

PHONE Telephone interface4

LVIN Sixteen low-voltage switches and one analog input

RS2324P Four-port RS-232 expansion card

HFD Series-rated main breaker for use with GHB or GHBQRSP branch circuit breakers to achieve 65K AIC rating

SYBP
Intended Use

Ideal for applications 

requiring circuit level remote 

control or lighting automa-

tion. Combines the powerful 

capabilities of the Synergy® 

lighting control system with 

the familiar footprint of a 

standard circuit breaker 

panel. This unique concept 

provides fully automated 

lighting control without the 

need to install both a relay 

panel and a branch circuit 

breaker panel. Also requires 

less wall space and will often 

provide a lower installed cost.

System Features 

Scheduling: Using integral 

astronomic clock capabil-

ity, lighting can be fully 

automated to conform to a 

rotating seven-day schedule. 

Astronomic feature provides 

dusk/dawn operation, 

eliminating the need for 

photocells. Holiday schedule 

allows entry of up to 32 

periods. Blink-warn feature 

can blink lights automatically 

prior to a scheduled off.

Overrides: Use Synergy 

digital remote wall stations 

or distributed controllers to 

provide manual control of 

any combination of breakers, 

and to override scheduled 

events. Each wallstation can 

provide up to nine buttons 

with integral LED status 

indicators. A single four-wire 

cable is all that is required for 

connection of up to 60 digital 

wallstations or distributed 

controllers. Optional switch 

input card also allows the use 

of traditional low-voltage 

switches and other dry 

contact closure inputs.

Networking: SYBPC MLX 

panels can be networked 

together, and with other Syn-

ergy switching and dimming 

panels to form a building-

wide integrated lighting 

control system. Networked 

systems offer the flexibility of 

centralized control, monitor-

ing and programming 

via a PC and the SYSW 

CONFIG software. SYBPC MLX 

controller integrates with 

building automation systems 

via native BACnet® protocol.

Capacity: Up to 42 circuits 

with 100A, 225A or 400A bus. 

See branch circuit breaker 

selection table below. Com-

patible with non-controllable 

circuit breakers.

Listings

UL Listed to U.S. and Canadian 

safety standards.

Example: SYBP42 P2 225 ML B SS MLX PHONE

  

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

BRANCH CIRCUIT BREAKERS
ORDER SEPARATELY

CONTROLLABLE BREAKERS STANDARD BREAKERS (NON-CONTROLLABLE)
SYBPB BABRS1020 120V, 20A, 1 POLE SYBPB BAB1020 120V, 20A, 1 POLE
SYBPB BABRS1030 120V, 30A, 1 POLE SYBPB BAB1030 120V, 30A, 1 POLE
SYBPB BABRS2020 120V, 20A, 2 POLE SYBPB BAB2020 120V, 20A, 2 POLE
SYBPB BABRS2030 120V, 30A, 2 POLE SYBPB BAB2030 120V, 30A, 2 POLE
SYBPB GHQRSP1020 277V, 20A, 1 POLE SYBPB GHB1020 277V, 20A, 1 POLE
SYBPB GHQRSP2020 277V, 20A, 2 POLE SYBPB GHB1030 277V, 30A, 1 POLE
SYBPB GHQRSP1030 277V, 30A, 1 POLE SYBPB GHB2020 277V, 20A, 2 POLE
SYBPB QRSP2030 277V, 30A, 2 POLE SYBPB GHB2030 277V, 30A, 2 POLE

NOTE: Consult factory for additional standard (non-controllable) breaker sizes.

20
(50.8)

48
(121.9)

60
(152.4)

5-1/4
(13.3)

Drawing shows typical wiring only. Refer to product documentaion 
for specific wiring details.

Notes
1 Order branch circuit breakers separately. See branch circuit breakers 

table below.

2 Consult factory for additional main breaker selections and interrupt ratings.

3 For house lighting control only.

4 Not available with SCP controllers.

CONTROLLER COMPARISON
SYSTEM FUNCTION SYBPC MLS CONTROLLER SYBPC MLX CONTROLLER

Controllable breaker capacity 42126 total w/ secondary cabinets 42126 total w/ secondary cabinets
Dimmer capacity 60 total w/ secondary cabinets 60 total w/ secondary cabinets

DMX512 input DMX channel-to-output configured via controller software DMX channel-to-output configured via controller software
Scheduling 100 schedules/unlimited events 100 schedules/unlimited events

Analog input 1 1
PC support Yes Yes
Script logic Yes Yes

Logging Yes Yes
Priority logic Yes Yes

Network No Yes
Telephone override Yes, optional Yes, optional

BACnet® No Yes
RS232 Yes Yes

Modem Yes, optional Yes, optional
Sequel stations Yes Yes
Digital remotes Yes Yes

ORDERING  INFORMATION

PRODUCT INFORMATION
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Synergy System Controller
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SYSC

Series Controller1 Options

SYSC System controller for Synergy panels

SYSC BACGATE DMX Network gateway for third-party systems3

MLS Stand-alone system controller1

MLX Network system controller1

ISA Three 16-bit ISA expansion slots1

PHONE Telephone interface for voice-prompted override and remote modem access 
(requires ISA option)1

DMX Theatrical dimming interface, required for connection to DMX512 control signal2

LEGACY Allows control of one complete network (255 dimmers) of legacy MiniPac®, Sequel® and 
MaxStar® dimmer cabinets. Replaces master controller on existing systems.1

RS2324P Four-port RS-232 expansion card1

Intended Use

Mounts in a Synergy® SYE 

enclosure. Provides user 

interface, display, clock and 

programmable logic for a 

Synergy lighting control sys-

tem enclosure and a means 

to set up lighting control 

functions, including manual 

switching, manual and preset 

dimming, schedules, astro-

nomic time control, photocell 

switching and daylighting.

System Features

Constructed as a plug-in 

chassis to enhance initial 

installation and service-

ability. Used to set up and 

save operational features of 

the system. Provides support 

for external control devices: 

SQCS Architectural Preset 

Control Station, SYRS Digital 

Remote Wallstation, SYRS 

EXT 0-10VDC Wallstation 

Distributed Controller, SYRS 

EXTDS Bi-level Distributed 

Controller and DEQ LC Distrib-

uted Controller.

User interface is designed for 

simple operation using the 

soft key format popular on 

automated teller machines. 

Large back-lit display provides 

text-based prompting and 

feedback for menu navigation 

as well as status, diagnostic 

information and alarms.

Astronomic feature built into 

Synergy's internal clock will 

calculate sunrise and sunset 

times for use in lighting 

schedules. The controller 

also can read values from 

accessory photocells and 

provide automatic switching 

or dimming of lighting based 

on the ambient light level.

See the matrix below for 

additional features and 

capacities specifi c to the 

controller type selected.

SYSC BACGATE DMX: Adds 

the ability to monitor and 

override third-party lighting 

control equipment from a 

Synergy system.Typically 

used in retrofi t applications 

to allow Synergy's state-of-

the art graphical interface 

software or scheduling 

capabilities to be used with a 

previously installed system. 

The BACGATE can be used as 

an interface to Lutron Grafi k 

6000®, GE TLC®, and Lithonia 

or PCI SwitchKeeper® and 

Watchkeeper® families of 

systems. The DMX feature 

provides the ability to control 

two universes (1024 address) 

of DMX devices.

The SYSC BACGATE Network 

with SYSC MLX controllers, is 

a BACnet® compliant device, 

requires only one interface 

per system, requires and 

mounts into a dedicated 

SYES 120/277 enclosure 

and requires a factory-

authorized start-up.

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

FEATURES SELECTION MATRIX
SYSTEM FUNCTION MLC CONTROLLER MLX CONTROLLER

Relay Capacity (No breakers) 48 48 (96 total with secondary cabinet)
Relay Capacity (With breakers) 40 40 (80 total with secondary cabinet)
Dimmer Capacity 30 30 (60 total with secondary cabinet)

DMX512 Input
DMX channel-to-output 

confi gured via hardware settings
DMX channel-to-output confi gured via 

controller software
Scheduling 11 schedules, 99 events 100 schedules, unlimited events
Analog Inputs Yes Yes
PC Support Yes Yes
Script Logic No Yes
Logging No Yes
Priority Logic No Yes
Ethernet Network No Yes
ARCNET Network No Yes
Telephone Override No Yes, optional
BACnet® No Yes
RS232 Yes Yes
Modem Yes, optional Yes, optional
Sequel® Stations Yes Yes
Legacy Dimmers No Yes, optional
Digital Remotes Yes Yes

Notes
1 Not available on SYSC BACGATE.

2 DMX option standard on SYSC BACGATE.

3 Consult factory when ordering SYSC BACGATE for additional 
system requirements.

ACCESSORIES 
ORDER SEPARATELY

SYA SKIT
Permits two SYE enclosures to operate with a single MLX or
MLS controller.

SYSW CONFIG Windows® confi guration software and cable (page 759).
SYA CABLEA4 Class 2, four-conductor, plenum-rated network cable (page 761).
SYA CABLES2 Lithonia plenum-rated RS485 network cable (page 761).

SYA SKIT DMX
Provides DMX only operation of local Synergy loads. (No local MLX or MLS 
controller.)

SYA M1 ARC FST
Fiber optic hub to connect one EIA-485 twisted pair and one duplex fi ber 
optic segment. MLX only.

SYA M1 ARC FST 2
Fiber optic hub to connect one EIA-485 twisted pair and two duplex fi ber 
optic segments. MLX only.

SYA ETHERNET SWITCH 5 PORT
Network switch to connect up to (5) 10BASE-T/100 BASE-TX compliant 
Ethernet networks. MLX only.

SYA M1 ARC ARC
Network repeater required to create Synergy RS-485 ARCNET network 
over 2000 feet in length. MLX only.

SYA ROUTER
Native BACnet router to connect a Synergy RS485 ARCNET network to an 
Ethernet LAN. MLX only.

LSCC 2S12C P25 DMX Two-scene, 12 channel DMX control console w/25 foot control cable.
LSCC 2S24C P25 DMX Two-scene, 24 channel DMX control console w/25 foot control cable.
LSCC 2S36C P25 DMX Two-scene, 36 channel DMX control console w/25 foot control cable.
LSCC PR DMX Single gang, plug-in receptacle to connect to DMX network.

4-line 80 character LCD
display with backlight

Soft function
keys

System status
LED indicators

Navigation keys

Shipping weight: 5.5 lbs (2.5kg)

DB9 serial port

Example: SYSC MLXORDERING  INFORMATION

PRODUCT INFORMATION
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PRODUCT INFORMATION

SQCS 
Digital Networked Preset 

Master Control Station

Series Number of presets Number channels Finish Wallplate

SQCS Sequel control station 6P 6 presets 4C 4 channels

8C 8 channels

12C 12 channels

16C 16 channels

BJ4 Brushed stainless steel, black buttons

WC2 Painted white, white buttons1

IE3 Painted ivory, ivory buttons1

BL4 Painted black, black buttons1

BF4 Polished brass, black buttons1

SD Solid

TR Translucent

Intended Use

Provide manual dimming 

and preset lighting control 

for architectural dimming 

applications. Off ered in 

a variety of styles and 

architectural fi nishes suitable 

for virtually any application. 

May be daisy-chained 

together with SYRS digital 

remote wallstations and 

distributed controllers for 

multi-location control.

System Features

Functions: Master raise and 

lower buttons adjust the 

intensity of all lights dimmed 

from the station. Channel 

raise and lower buttons 

adjust the intensity level of 

individual channels. LED bar 

graph displays intensity level. 

Select button saves presets 

and fade time is adjustable 

for each preset scene. Preset 

button saves and activates 

presets. Off  function turns 

off  all channels. Integral dry 

contact closure interface al-

lows access to the 16 presets, 

master raise/lower, and off  

functions for A/V systems 

and auxiliary equipment.

Installation

4- and 8-channel stations 

mount in Lithonia #SQCS 

5GB or RACO 699 fi ve-gang 

back-box; 12- and 16- channel 

stations mount in Lithonia 

#SQCS 8GB backbox. Stations 

connect to a Synergy® system 

controller (page 756) via the 

four-wire SYA cable A4 control 

station network cable (page 

761) which can be shared by 

up to 60 SQCS, SYRS (page 

758) and DEQLC devices per 

system controller.

Classifi cation: Class 2 low-

voltage device.

Example: SQCS 6P 4C BJ4 TR

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

Notes
1 Additional delivery time and/or cost may apply.

PRODUCT INFORMATION User Interface Devices

SQRS
Architectural

Remote Station

Series/Number of buttons Finish

Series Number of buttons

SQRS 1S 1 button

2S 2 buttons

3S 3 buttons

4S 4 buttons

5S 5 buttons

6S 6 buttons

9S 9 buttons

BJ4 Brushed stainless steel, black buttons

WC2 Painted white, white buttons1

IE3 Painted ivory, ivory buttons1

BL4 Painted black, black buttons1

BF4 Polished brass, black buttons1

Intended Use

Activates control functions in 

conjunction with the Sequel 

MiniPac® dimming system 

or the Sequel IDC wallbox 

dimming system.

Installation

Installation: Mounts to a 

Synergy SYRS 1GR box or 2"- 

wide, single-gang switch box.

System Features

Operation: Functions include 

preset recall, channel raise/

lower, master raise/lower 

and off .

Classifi cation: Class 2 low-

voltage device.

Example: SQRS2S BJ4

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

ACCESSORIES
ORDER SEPARATELY

SQCS 5GB 5-gang backbox for 4-channel and 8-channel stations
SQCS 8GB 8-gang backbox for 12-channel and 16-channel stations
SQRSI Contact closure network device to connect SQRS buttons or A/V equipment
SYNERGY ENGRAVING SERVICES Engraved buttons
SYA CABLEA4 Control station network wire
SQCS PE Portable console for Sequel stations (PE8 or PE16)
SQCS RE Recessed NEMA 1 enclosure for Sequel stations (RE8 or RE16)
SQCS PR Receptacle to connect portable console to A4 network wire

Notes
1 Additional delivery time and/or cost may apply.

ACCESSORIES
ORDER SEPARATELY

SYRS 1GR 1-gang plaster ring
SYNERGY ENGRAVING SERVICES Engraved buttons

DIMENSIONS
Dimensions are shown in inches (centimeters) or pounds (kilograms) unless otherwise noted.

SERIES WIDTH THICKNESS HEIGHT WEIGHT
SQRS 2-7/8 (7.3) 1/4 (0.6) 4-5/8 (11.7) 1/2 (0.2)

DIMENSIONS
Dimensions are shown in inches (centimeters) or pounds (kilograms) unless otherwise noted.

SERIES WIDTH THICKNESS HEIGHT WEIGHT
SQCS 4C 10-1/8 (25.7) 1/4 (0.6) 4-5/8 (11.7) 2-1/2 (1.13)
SQCS 8C 10-1/8 (25.7) 1/4 (0.6) 4-5/8 (11.7) 2-1/2 (1.13)

SQCS 12C 15-1/2 (39.4) 1/4 (0.6) 4-5/8 (11.7) 4 (1.8)
SQCS 16C 15-1/2 (39.4) 1/4 (0.6) 4-5/8 (11.7) 4 (1.8)

ORDERING  INFORMATION

ORDERING  INFORMATION

PRODUCT INFORMATION
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SYWR
Wireless Programmer

User Interface Devices
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PRODUCT INFORMATION

SYRS
Digital Remote Station

PRODUCT INFORMATION User Interface Devices

Series Type

SYWR 6B 6-button remote transmitter

HHP 12-button hand-held programmer

Intended Use

Used for wireless remote con-

trol of lighting functions in a 

Synergy® system. Operates in 

conjunction with the infrared 

receiver on the SYRS digital 

remote wallstation (above). 

The HHP version is useful in 

providing preset dimming 

control without the need for 

an SQCS control station.

System Features

The SYWR 6B six-button 

transmitter provides remote 

activation of four presets, 

master raise/lower and 

master on/off. The SYWR 

HHP hand-held programmer 

permits the saving and acti-

vation of 12 lighting preset 

scenes, the manual control of 

up to 12 dimming channels, 

master raise/lower and 

master on/off. Preset scenes 

configured and saved with 

the HHP may be recalled from 

buttons on the wallstation.

Example: SYWR HHP

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

7-3/4
(19.7)

2-3/8
(6.0)

1-1/4
(3.2)

1-3/4
(4.5)

1-1/8
(2.9)

5-1/2
(14.0)

ACCESSORIES
ORDER SEPARATELY

SYRS 1GR 1-gang deep backbox
SYNERGY ENGRAVING SERVICES Engraved buttons
SYA CABLEA4 Control station network wire
SYWR 6B Six-button remote control
SYWR HHP Remote hand-held programmer
LSA 1G CLC Clear locking cover for 1-gang wallstation
LSA 1G CLC GASKET NEMA 3R gasket for clear locking cover

Drawings are for dimensional detail only and may not represent actual 
mechanical configuration. Dimensions are shown in inches (centimeters) 
unless otherwise noted.

Drawings are for dimensional detail only and may not represent actual 
mechanical configuration. Dimensions are shown in inches (centimeters) 
unless otherwise noted.

Series Number of gangs Number of buttons Finish Options

SYRS 1G 1 gang

2G 2 gangs

_BT (1 to 9) 14BT 14 buttons1

10BT 10 buttons1 16BT 16 buttons1

12BT 12 buttons1 18BT 18 buttons1

BJ4 Brushed stainless steel BL4 Painted black2

WC2 Painted white2 BF4 Polished brass2

IE3 Painted ivory2

EXT External input/output. (2) 0-10V dimming outputs, (2) switched outputs, 
(1) 0-10V dimming photocell input and (1) occupancy sensor input.

KEY Manually disable local override via key3

Intended Use

A microprocessor-based 

digital wallstation which 

provides a convenient means 

to add pushbutton controls 

for on/off, preset, raise/lower, 

partition control or other user 

interface to a Synergy® light-

ing control system. Standard 

infrared receiver for operation 

and programming of station 

functions from an accessory 

SYWR HHP wireless hand-

held remote programmer.

Use the EXT option to provide 

daylight harvesting. For net-

worked distributed control, 

the SYRS can provide local 

on/off, manual dimming and 

automated daylight dimming 

control. It also allows step-

dimming control of RT5TM or 

similar fluorescent fixtures 

equipped with step-dimming 

ballasts, fluorescent fixtures 

wired for inboard/outboard 

switching or two indepen-

dent lighting zones.

The SYRS 2G KEY contains 

a local override key switch, 

a maximum of nine but-

tons and a self-disabling 

keyswitch. This is ideal for 

applications requiring an 

SYRS installed in public areas 

such as atriums, hallways or 

secure areas. The SYRS 2G 

(without the KEY option) is 

available with 10, 12, 14, 16, 

18 or 20 buttons.

Installation

The SYRS mounts in a 

standard one-gang deep 

backbox. Stations connect to 

a Synergy system controller 

via the four-wire SYA 

CABLEA4 control station 

network. Local switching of 

loads is provided by Sensor 

Switch Series power pack(s).

System Features

Standard stations are 

single-gang with screwless 

appearance and are available 

with one to nine buttons in a 

variety of painted and metallic 

finishes. The EXT option adds 

two 0-10V dimming outputs 

compatible with four-wire 

electronic dimming ballasts, 

two switched outputs, one 

0-10V dimming photocell 

input and one occupancy 

sensor input. The photocell is 

calibrated at the SYRS station 

eliminating the need to climb 

a ladder for adjustments.

When connected to a Synergy 

system, all station buttons, 

inputs and outputs are fully 

programmable from a Synergy 

controller or software, and 

are fully accessible to BACnet® 

building automation systems 

(MLX controller only). This 

allows daylight harvesting 

and dimming to be easily 

integrated into the building 

control system, time schedule, 

dimming preset or progressive 

load-shedding strategy.

SYRS electronics are fully 

enclosed in a molded housing 

for protection. SYRS button 

caps can be engraved with 

labels having up to two lines 

of text. Button caps are cap-

tive which ensures the caps 

will resist accidental removal. 

Stations include button caps 

with and without an integral 

LED indicator to suit a variety 

of applications.

If network communication 

with the Synergy controller 

is lost, the SYRS will enter 

default stand-alone mode  

to provide a basic level of 

room control.

Listings

Class 2 low-voltage device.

Example: SYRS 1G 9BT BJ4

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

2-7/8
(7.3)

4-5/8
(11.7)

4-3/4
(12.1)

4-5/8
(11.7)

SYRS 1G 9BT SYRS 2G 9BT KEY

Notes
1 Not available on 1G versions.

2 Additional delivery time and/or cost may apply.

3 Only available with two gangs, and with one to nine buttons.

ORDERING  INFORMATION

ORDERING  INFORMATION

PRODUCT INFORMATION
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PRODUCT INFORMATION

SYSW CONFIG
System Configuration Software

Series

SYSW CONFIG Synergy configuration software

Intended Use

PC-based Windows® ap-

plication used to configure a 

Synergy® system equipped 

with MLS or MLX controllers. 

Allows on-site or remote 

programming and configura-

tion of all system parameters 

and schedules.

System Features

Utilizes a familiar Windows 

graphical user interface 

to provide easy access to 

all system data. A simple 

tab-based navigation scheme 

allows the user to reach most 

configuration screens with 

a single click of the mouse. 

Access privileges for different 

software features can be set 

up for multiple users through 

the use of administrator-de-

fined login IDs and passwords.

Online mode allows real-time 

monitoring and override of 

input and load status as well 

as diagnostic functions.

Connection to the system 

may be made with the sup-

plied RS-232 cable through 

the front-mounted DB-9 

connector on any system 

controller, directly over the 

BACnet® network via an 

Ethernet connection or to 

the  Synergy RS485 Arcnet 

network (optional SYA NIC 

PCI network interface card 

in PC required) A connection 

may also be made from a 

remote site using standard 

telephone lines via the 

PHONE option on the control-

ler and a PC equipped with a 

telephone modem.

Minimum hardware require-

ments are a 266MHz Pentium® 

II class PC running Windows 

2000 or later operating system 

with 128 MB RAM, 30 MB 

free disk space and 800 x 600  

video resolution.

Other

Optional trending and usage 

software is available to 

provide the capability for fa-

cilities to log certain loads for 

trending analysis. Provides 

automatic recording and 

archiving.  (Requires Ethernet 

or RS485 network connection 

to Synergy panels.)

Example: SYSW CONFIG

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

ACCESSORIES
ORDER SEPARATELY

SYA DESKTOP PC workstation suitable for system configuration or graphics. Contact factory for mounting and touch-screen options.
SYNERGY GRAPHICS SOFTWARE Graphical user software.
SYNERGY GRAPHICS SCREENS Factory-prepared SYNERGY GRAPHICS SOFTWARE screens per user specifications. Indicate quantity of screens required.
SYNERGY TREND USAGE SOFTWARE Software to provide logging capability for selected loads for trending analysis. Provides automatic recording and archiving.

PRODUCT INFORMATION Computers, Software

SYNERGY 
GRAPHICS 

SOFTWARE  
Graphical  User Interface

Series

SYNERGY GRAPHICS SOFTWARE Synergy graphical user interface

Intended Use

Adds real-time control and 

monitoring capabilities to 

a Synergy® system through 

the use of a flexible graphi-

cal interface. Runs as a fully 

integrated component of 

the SYSW CONFIG software 

installed on a desktop, 

laptop or panel PC con-

nected to the system via an 

RS-485, Ethernet or wireless 

network connection.

System Features

Provides intuitive and inter-

active point-and-click control 

of loads with status feedback 

and remote diagnostic 

capability. Simple setup 

and configuration options 

allow the creation of floor-

plan-based, button-based 

or combination screens. 

Flexible control options 

allow graphical objects to 

directly monitor and override 

all system inputs (switches, 

photocells, digital stations), 

outputs (relays, dimmers, 

controllable breakers, DALI 

devices) room partitions 

and load groups. Integrated 

scheduling module allows 

the creation of temporary, 

PC-based schedules for 

special events.

Over 32,000 screens may be 

configured and the number of 

control objects per screen is 

limited only by screen resolu-

tion. Control screens may be 

user-configured in the field 

or ordered factory-prepared 

to client specifications via the 

SYNERGY GRAPHICS SCREENS 

accessory.

Example: SYNERGY GRAPHICS SOFTWARE

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

ACCESSORIES
ORDER SEPARATELY

SYNERGY GRAPHICS SCREENS Factory-prepared SYNERGY GRAPHICS SCREENS per user specifications. Indicate quantity of screens required.
SYA DESKTOP PC workstation suitable for system configuration or graphics. Contact factory for mounting and touch-screen options.

ORDERING  INFORMATION

ORDERING  INFORMATION

PRODUCT INFORMATION
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Computers, Software
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SYA LCD  
LCD Touch-Screen  
Graphical User Interface

Series

SYA LCD SCREEN Full-color touch-screen user interface (may be wall or panel mounted)1, 2

Series Options1

SYA DESKTOP Desktop PC

SYA LAPTOP Laptop computer

SYA TABLET Tablet PC

(blank) Standard 19" flat-panel LCD monitor

TOUCH SCREEN 19" touch-screen flat-panel monitor

Intended Use

Used in conjunction with a 

Synergy® system equipped 

with SYSC MLX controllers 

to provide system-wide con-

figuration, monitoring and 

override of lighting zones.

System Features

Full-color TFT touch-screen 

graphical interface may be 

configured with floorplan-

based or button-based 

screens. Flexible control 

options allow graphical 

objects to monitor and over-

ride any system input, output 

or load group as needed to 

satisfy project requirements. 

Screens may be field or fac-

tory configured. 

 

Listings 

UL Listed to U.S. and  

Canadian safety standards.

Example: SYA LCD SCREEN

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

Notes
1 Available in various screen sizes and mounting options. Consult factory for information.

2 Requires rear access for wall mounting.

PRODUCT INFORMATION Computers, Software

SYA DESKTOP
PC Interface

Intended Use

The SYA DESKTOP provides 

the ability to program or 

override all features of 

Synergy® lighting control 

panels when used in conjunc-

tion with the Synergy SYSW 

CONFIG software. Schedules 

and programs can be 

composed off-line and 

downloaded locally through 

the RS-232 port on Synergy 

controllers, remotely via an 

Ethernet LAN, Synergy Arcnet 

network or through the use 

of an optional modem.

Installation

Synergy panel network, 

building LAN or BAS network 

connections are made via 

Ethernet or Arcnet network 

(Arcnet connection requires 

optional SYA NIC PCI).

System Features

Available as desktop, laptop 

or tablet PC, with the latest 

processor speed and features.

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

ACCESSORIES
ORDER SEPERATELY

SYSW CONFIG Synergy panel configuration software for personal computer
SYNERGY GRAPHICS SOFTWARE Graphics software for personal computer
SYA ETHERNET SWITCH 5 PORT Ethernet 5-port 10-base T-switch
SYA ROUTER Native BACnet® router to connect a Synergy RS485 Arcnet network to an ethernet LAN
SYA NIC PCI Arcnet interface card

Notes
1 Only available on SYA DESKTOP.

PRODUCT INFORMATION Stage Lighting Control

LSCC
DMX Control Console

Series Configuration Cable

LSCC 2S12C Two-scene preset, 12 control channels

2S24C Two-scene preset, 24 control channels

2S36C Two-scene preset, 36 control channels

P25 DMX Low-voltage control cable, 25 ft. with 
connectors

Intended Use

Two-scene portable control 

console that offers simple, 

economical control for the 

Synergy® Series dimmer 

cabinet in applications such 

as small stages, churches 

and presentation areas. Dual 

operation modes offer con-

ventional two-scene preset 

or a "hold and fade" mode 

with a virtual second scene to 

double the effective number 

of control channels. Heavy-

duty construction will hold 

up in school applications, and 

operation is simple enough 

for untrained personnel.

System Features 

Power-on LED dual 

operation modes. Split 

dipless crossfaders. Grand 

master fader blackout switch 

DMX-512 output signal. 

Chase control module, 25' 

control cable included.

Example: LSCC 2S12C P25 DMX

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

ACCESSORIES
ORDER SEPERATELY

LSCC PR DMX Single-gang plug-in receptalcle
LSCC PRP DMX Single-gang pass-through receptacle 
SYA CABLES2 Digital network cable; specify 250, 500 or 1000 feet

Example: SYA DESKTOP

ORDERING  INFORMATION

ORDERING  INFORMATION

ORDERING  INFORMATION

PRODUCT INFORMATION
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Network Devices N
ETW

O
R

K
 D

EV
ICES

Series Cable Length

SYA CABLES21

CABLEA41

1000FT 1000 feet

500FT 500 feet

250FT 250 feet

SYA CABLE 
Digital Network Cable

Intended Use

Plenum-rated network cable 

suitable for use with indus-

trial EIA RS–485 networks.

SYA CABLES2: Fully compat-

ible with Synergy® MLX and 

SwitchPak® system remote 

panel-to-panel networks.

SYA CABLEA4: Fully compat-

ible for use with Synergy 

SQCS, SYRS and DEQ digi-

tal networks.

Installation

Cable must be used in 

conditoned space, either in 

plenum or pipe. Cable cannot 

be direct-buried or used 

between buildings.

System Features 

Factory-approved network 

cables with matching 

conductor color coding con-

sistent with all factory wiring 

diagrams and installation 

instruction for trouble-free 

network installations.

SYA CABLES2: For use with in-

dustrial EIA RS-485 networks.

SYA CABLEA4: Includes 

all required power and 

communication conductors. 

For use with industrial EIA 

RS-485 networks plus two 

#16 AWG conductors for 24V 

station power.

Listings

UL Listed, NEC type CL2P, 

rated for 75° C/300V.

Example: SYA CABLES2 1000FT

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

Notes
1 Cable must be used in conditioned space, either in plenum or pipe. 

Cable cannot be direct-buried or used between buildings. For 
installation between building, use fi ber optic cable and Synergy 
SYA M1 ARCFST or SYA M1 ARCFST2 fi ber optic hub.

PRODUCT INFORMATIONPRODUCT INFORMATION Emergency Overrides

LSA EB
Emergency Transfer Switch

Series Maximum number of poles Voltage Options

LSA EB Transfer switch1 2POLE

4POLE

6POLE

12POLE

24POLE2

120

277

ATS Automatic transfer switch UL1008 listed

Intended Use

The LSA-EB transfer equip-

ment is used to transfer 

lighting loads from a dimmed 

or switched normal power 

source to an alternate power 

source upon failure of the 

normal source. The lighting 

load is returned to its pre-

outage level after restoration 

of the normal source.

Installation

Automatic transfer switch 

assures continuous power for 

emergency systems.

30-amp contacts rated for 

switching one load between 

two sources.

20 times in-rush current 

rating.

NEMA 1 enclosure.

Neutral switching standard.

70% dropout, 90% pickup.

Three-phase sense standard.

Mechanically held in normal 

and emergency position.

Listings

UL 1008 Listed.

Example: LSA EB 4POLE 120 ATS

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

Notes
1 The coil of the transfer switch must be fed with a constant output 

circuit breaker in the dimmer cabinet or main ATS of the building.

2 120V version only.

ORDERING  INFORMATION

ORDERING  INFORMATION

PRODUCT INFORMATION
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Low-Voltage Override Switch
LO

W
-V

O
LT

A
G

E 
SW

IT
CH

ES

PRODUCT INFORMATION

Series1 Number of buttons Finish

LVPS 2BT Two buttons WH White

IV Ivory

Intended Use

The LVPS low-voltage 

override switch provides 

a durable and attractive 

solution to override lights 

controlled by Synergy® light-

ing control systems. The LVPS 

is a Decorator style switch 

and uses standard Decorator 

wallplates for single- or 

multi-gang applications. A 

pilot light is provided for each 

switch so it can be used as 

one switch for ON (top push 

button) and one switch for 

OFF (bottom push button). Or 

it can control two separate 

lighting zones with each 

respective switch toggling a 

zone ON and OFF. A terminal 

block is provided for all 

low-voltage connections, 

eliminating the need for 

traditional spade-type con-

nectors or wire nuts.

Example: LVPS 2BT WH

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

PRODUCT INFORMATION Low-Voltage Override Switch 

LVKS 
Decorator Style Locking Switch

Series Options Finish

LVKS Low-voltage key switch HOA 3-position maintained for hand-off-auto operation

SPDT MOM 3-position momentary, center off

SPDT 2-position maintained

WH White

IV Ivory

Intended Use

LVKS switches are a durable 

and attractive solution for 

providing a secure means 

to override lighting. The 

user must have the LVKS key 

(provided) to override lights. 

Switches are supplied with 

pigtail connectors for low-

voltage wire connections.

System Features

Use with Synergy® or Switch-

Pak® lighting control panels. 

The LVKS can be used with 

the LVPS or other Decorator 

style devices in a multi-gang 

Decorator wallplate.

Example: LVKS SPDT WH

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

ACCESSORIES
ORDER SEPARATELY

Uses standard Decorator wallplates
DSA FP D_ (# of gangs) Decora wallplate

LVPS  
Two-Button Decorator Style 
Override Switch

Notes
1 Uses standard Decorator wallplates.

ORDERING  INFORMATION

ORDERING  INFORMATION

PRODUCT INFORMATION
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 Decora Style Low-Voltage Override Switch LO
W

-VO
LTA

G
E SW

ITCH
ES 

PRODUCT INFORMATION

LVDS
Momentary Decora® Switch

Series Finish

LVDS WH White

IV Ivory

GY Gray1

Intended Use

LVDS momentary switches 

and DSA wallplates provide 

a durable and attractive 

low-voltage switch solution 

with a standard strap-mount 

form factor and designer 

styling. Switches may be 

ganged with other Decora 

style devices. DSA wallplates 

are off ered in a variety of 

sizes and fi nishes. Use with 

Synergy® or SwitchPak® 

lighting control panels.

Example: LVDS WH

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

PRODUCT INFORMATION Low-Voltage Remote Station

LVRS
Architectural Remote Station

Series Number of gangs Number of buttons Finish1 Options

LVRS 1G One gang _SW 1 to 92 BJ4 Brushed stainless steel, black buttons

WC2 Painted white, white buttons

IE3 Painted ivory, ivory buttons

PL 24V pilot indicators

Intended Use

The LVRS low-voltage remote 

station is ideal when one to 

nine buttons are required in 

a compact location. Buttons 

may be programmed at a 

SwitchPak® panel for over-

ride control of individual or 

multiple relays.

System Features

Stations are single-gang, 

screwless appearance and 

are available with one to 

nine buttons in a variety of 

painted and metallic fi nishes. 

Optional LED pilot lights 

provide positive feedback of 

button status. Button caps 

can be engraved with labels 

having up to two lines of text.

Installation: Wallstation 

mounts in a grounded 

Lithonia #SYRS 1GR or 

Steel City #52C13 plaster ring. 

Stations connect to Switch-

Pak panel switch inputs with 

#14 - #18 AWG low-voltage 

Class 2 conductors.

Example: LVRS 1G 2SW BJ4 PL

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

ACCESSORIES
ORDER SEPARATELY

SYRS 1GR Plaster ring, mounts to grounded 4" box (by others)
SYNERGY ENGRAVING SERVICES Engraved buttons

Notes
1 Other fi nishes available; contact your local Lithonia Lighting 

representative or the Lithonia Lighting factory for more 
information.

2 Eight-button maximum when used with SPAK.

Notes
1 Additional delivery time and/or cost may be associated with these 

premium colors.
2-7/8
(7.3)

4-5/8
(11.7)

Drawings are for dimensional detail only and may not represent actual 
mechanical confi guration. Dimensions are shown in inches (centimeters) 
unless otherwise noted.

ORDERING  INFORMATION

ORDERING  INFORMATION

PRODUCT INFORMATION
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Series Openings1 Finish

DSA FP D1 One opening

D2 Two openings

D3 Three openings

D4 Four openings

D5 Five openings

D6 Six openings

WH White

IV Ivory

AL Almond2

GY Gray2

BK Black2

BR Brown2

Decora Style Wallbox Dimmers
W

A
LL

B
O

X 
D

IM
M

ER
S

PRODUCT INFORMATION

DSD
Mark 10™ Wallbox Dimmer

Series VA rating Ballast Voltage Finish

DSD 500 500 VA ADEZ Advance Mark 10 fl uorescent 120

277

IV Ivory1

WH White1

Intended Use

DSD Series dimmers provide 

smooth full-range dimming 

of fl uorescent fi xtures 

equipped with the Advance® 

Mark 10 dimming ballast. 

Dimmers have a strap-mount 

design and may be used indi-

vidually or ganged together 

for multiple-load 

applications. These dimmers 

are ideally suited for use with 

Lithonia fi xtures with the 

ADEZ dimming ballast option.

Installation

All dimmers mount in stan-

dard single-gang switch box 

and can be ganged together 

using multi-gang wallplates 

(see below).

System Features

Operation: Linear slide dim-

ming with separate rocker 

switch for preset or three-

way on/off  operation and 

single-location dimming.

Compatibility: Two-wire 

dimming ballasts.

Listings

UL Listed. CSA Certifi ed. NOM 

Certifi ed.

Example: DSD 500 ADEZ 277 IV

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

Notes
1 Includes standard Leviton Decora® wallplate. Order 

screwless or multi-gang DSA wallplates separately 
below.

 For higher capacity, use either ISD ADEZ or DSD with 
RDM remote dimmer.

 For the latest in dimming capatibility information, 
please check the fl uorescent dimming guide on 
www.synergylightingcontrols.com.

PRODUCT INFORMATION Decora Style Wallbox Dimmers

DSA FP
Decora® Style Faceplate

Intended Use

Provides an architecturally 

styled fi nish treatment for 

DSD, ISD, LVDS and LIRW 

Series products. Wallplates 

are available for individual 

devices and multi-gang

applications with up to 

six devices.

Installation

Wallplates are screwless 

and utilize an adapter 

strap which permits mounting 

to the device without 

exposed fasteners.

System Features

Low-profi le wallplates are 

compatible with DSD, ISD, 

LVDS and LIRW Series 

products and other Decora 

style devices.

Example: DSA FP D1 WH

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

Notes
1 One gang per opening is required.

2 Additional delivery time and/or cost may be associated with these 
premium colors.

4-1/2
(11.4)

2-3/4
(7.0)

2-5/8
(6.7)

1
(2.5)

1/4
(0.6)

Drawings are for dimensional detail only and may not represent actual 
mechanical confi guration. Dimensions are shown in inches (centimeters) 
unless otherwise noted.

277V CAPACITIES AND DERATING
ADVANCE MARK 10 
CATALOG NUMBER

LAMP TYPE
MAXIMUM NO. BALLAST/DIMMER

ONE-GANG OR MULTI-GANG
VEZ-2Q26 CFM26W 8

VEZ-1T32 CFM32W 12

VEZ-1T42 CFM42W 10

VEZ-1Q18 CFQ18W 22

VEZ-2Q18 CFQ18W 11

VEZ-132 F32T8 13

VEZ-2S32 F32T8 6

VEZ-3S32 F3T8 4

VEZ-154 F54T5/HO 7

VEZ-2S54 F54T5/HO 4

VEZ-1TTS40 FT40W 12

VEZ-2TTS40 FT40W 6

120V CAPACITIES AND DERATING
ADVANCE MARK 10 
CATALOG NUMBER

MAXIMUM NO. BALLAST/DIMMER
LAMP TYPE ONE-GANG MULTI-GANG

REZ-1T32 CFM32W 13 10
REZ-1T42 CFM42W 10 8
REZ-1Q18 CFQ18W 23 18
REZ-2Q18 CFQ18W 11 9
REZ-2Q26 CFQ26W 8 6
REZ-2T42 CFTR42W 5 4
REZ-132 F32T8 13 11

REZ-2S32 F32T8 6 5
REZ-3S32 F32T8 4 3
REZ-154 F54T5/HO 7 6

REZ-2S54 F54T5/HO 3 3
REZ-1TTS40 FT40W 12 9
REZ-2TTS40 FT40W 6 4

ORDERING  INFORMATION

ORDERING  INFORMATION

PRODUCT INFORMATION
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Decora Style Wallbox Dimmers W
A

LLB
O

X D
IM

M
ER

S

Series

Incandescent (supplied with white or ivory faceplates)

ISD 600 I 120 WH/IV Illuminated slide dimmer; 600W, 120V, 60Hz

ISD 1000 I 120 WH/IV Illuminated slide dimmer; 1000W, 120V, 60Hz

Magnetic low-voltage (supplied with white or ivory faceplates)

ISD 600 LV 120 WH/IV Illuminated slide dimmer; 600VA, 120V, 60Hz

ISD 1000 LV 120 WH/IV Illuminated slide dimmer; 1000VA, 120V, 60Hz

Electronic low-voltage (supplied with white or ivory faceplates)

ISD 400 ELV 120 WH/IV Illuminated slide dimmer; 400VA, 120V, 60Hz

Fluorescent Mark 10™ (supplied with white or ivory faceplates)

ISD 600 ADEZ 120 WH/IV Slide dimmer; 600VA, 120V, 60Hz

ISD 1000 ADEZ 120 WH/IV Slide dimmer; 1000VA, 120V, 60Hz

ISD 1200 ADEZ 277 WH/IV Slide dimmer; 1200VA, 277V, 60Hz

Fluorescent four-wire (supplied with white or ivory faceplates)

ISD BC 120/277 WH/IV Ballast controller; 120/277V

ISD
Architectural Wallbox Dimmers

Intended Use

The ISD Series wallbox dim-

mers are designed to provide 

smooth full-range dimming 

for a variety of loads. 

Products are available for 

incandescent, low-voltage, 

electronic low-voltage, and 

fl uorescent two-wire and 

four-wire load types. The ISD 

dimmers can be used in place 

of a standard wall switch to 

provide on/off  and dimming 

lighting control.

Installation

All dimmers mount in stan-

dard single-gang switch box 

and can be ganged together 

using multi-gang wall plates 

(see page 764).

System Features

Fluid slide movement 

allows fi ne adjustment of 

light level over the entire 

dimming range. Separate on/

off  switch permits switching 

of lighting at a preset level. 

An integral LED indicator on 

illuminated dimmers turns 

on when the switch is off  to 

facilitate switch location in 

a dark room. Can be used 

with standard three-way or 

four-way switch for multi-

location switching. ISD Series 

dimmers are compatible with 

Decora® Series wall plates. 

Single location, linear slide 

dimming with separate 

push on/off  switch for preset 

three-way and four-way 

switching. Available standard 

in white and ivory and 

supplied with a matching 

single-gang Decora style wall 

plate. Snap-on Decora style 

wallplate color change kits 

available (gray, black, brown, 

almond, white and ivory).

Listings

UL Listed. CSA Certifi ed. 

NOM Certifi ed.

Example: ISD 600 LV 120 WH

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

ACCESSORIES
ORDER SEPARATELY

ISD CCKIT__
Color change kit, specify WH (white), IV (ivory), GY (gray), BR (brown), BK (black) 
or AL (almond).

DSA FP D__
Low-profi le thermoplastic wallplate for ISD or Leviton Decora® compatible devices 
(page 764).

RDM Remote dimmer module

Notes
 For the latest in dimming compatibility information, please check the 

fl uorescent dimming guide on www.synergylightingcontrols.com.

3/8
(1.0)

3-1/4
(8.3) 

4-1/8
(10.5 )

2-1/8
(5.4)

1-3/8
(3.5)

2-3/4
(7.0)

Drawings are for dimensional detail only and may not represent actual 
mechanical confi guration. Dimensions are shown in inches (centimeters) 
unless otherwise noted.

MAXIMUM LOAD/DIMMER
ISD I / ISD LV / ISD ELV

CATALOG NUMBER ONE GANG TWO GANGS MORE THAN TWO GANGS
ISD 1000 I 120 1000W 800W 700W
ISD 600 I 120 600W 500W 400W

ISD 1000 LV 120 1000VA 800VA 700VA
ISD 600 LV 120 600VA 500VA 400VA

ISD 400 ELV 120 400VA 350VA 250VA

MAXIMUM NUMBER OF BALLASTS/DIMMER
ISD 600 ADEZ 120 

(120V ADVANCE MARK 10)
ISD 1000 ADEZ 120 

(120V ADVANCE MARK 10)
BALLAST 

CATALOG 
NUMBER

LAMP TYPE ONE GANG
TWO 

GANGS
MORE THAN 

TWO GANGS
ONE GANG

TWO 
GANGS

MORE THAN 
TWO GANGS

REZ-1T32 CFM32W 15 13 10 26 20 18
REZ-1T42 CFM42W 12 10 8 20 16 14
REZ-1Q18 CFQ18W 27 23 18 46 37 32
REZ-2Q18 CFQ18W 13 11 9 23 18 16
REZ-2Q26 CFQ26W 10 8 6 17 13 12
REZ-2T42 CFTR42W 6 5 4 10 8 7
REZ-132 F32T8 16 13 11 27 22 19

REZ-2S32 F32T8 8 6 5 13 11 9
REZ-3S32 F32T8 5 4 3 9 7 6
REZ-154 F54T5/HO 9 7 6 15 12 11

REZ-2S54 F54T5/HO 4 3 3 7 6 5
REZ-1TTS40 FT40W 14 12 9 24 19 17
REZ-2TTS40 FT40W 7 6 4 12 9 8

MAXIMUM NUMBER OF BALLASTS/DIMMER
ISD 1200 ADEZ 277  (277V ADVANCE MARK 10)

BALLAST CATALOG NUMBER LAMP TYPE ONE GANG TWO GANGS MORE THAN TWO GANGS
VEZ-2Q26 CFM26W 20 20 20
VEZ-1T32 CFM32W 30 30 30
VEZ-1T42 CFM42W 24 24 24
VEZ-1Q18 CFQ18W 54 54 54
VEZ-2Q18 CFQ18W 27 27 27
VEZ-2T42 CFTR42W 12 12 12
VEZ-132 F32T8 33 33 33

VEZ-2S32 F32T8 16 16 16
VEZ-3S32 F32T8 11 11 11
VEZ-154 F54T5/HO 18 18 18

VEZ-2S54 F54T5/HO 9 9 9
VEZ-1TTS40 FT40W 28 28 28
VEZ-2TTS40 FT40W 14 14 14

ORDERING  INFORMATION

PRODUCT INFORMATION
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W
A

LL
B

O
X 

D
IM

M
ER

S MiniPac Architectural Dimming System 

Series Number of dimmers/Dimmer type/Capacity per dimmer Type Voltage Options

SQMPDC Number of dimmers

2 2 dimmers

4 4 dimmers

Dimmer type

UX Universal incandesent; two wire fl uorescent

UF Universal incandesent; and two, three and 
four-wire fl uorescent; non-dim

Capacity per dimmer

2 2000VA, 120V

4 4000VA, 277V

S2 Secondary pack

M2 Master pack

120 120V (single phase)

277 277V (single phase)

EM For essential lighting loads, UX 
type modules only. All dimmers 
automatically set to full on upon 
loss of normal power. Transfer of 
input feed by others.

PRODUCT INFORMATION

SQMPDC
MiniPac® Remote High Power Dimmer Pack

Intended Use

Use with SQMPCS digital 

control station to form a 

small, compact, stand-alone 

dimming system. Use with 

SQIDC 8-channel wall box 

dimmer to control loads on 

channels 5-8. Use as a remote 

dimmer pack for a Synergy® 

system (Legacy option on 

SYSC controller required).

Electrical

All dimmers in a single pack 

must be fed from the same 

phase. There is no phase 

relationship between each 

dimmer pack or to SQMPCS, 

SQIDC or Synergy panels. 

Connects to SQMPCS control 

station via SYA CABLEA4 con-

trol station wire. Connects to 

Synergy cabinets or SQIDC via 

SYA CABLES2 network wire.

Installation

NEMA 1 enclosure is suitable 

for surface or fl ush wall 

mounting. Dimmers are fed 

from individual 15A or 20A 

branch circuits.

System Features

When used with SQMPCS: 

Forms compact dimming 

system for offi  ces, conference 

rooms, etc. Up to three dim-

mer packs may be used per 

SQMPCS control station.

When used with SQIDC: 

An integral switch matrix 

allows dimmers to be fl exibly 

assigned to SQIDC station 

channels. Up to four dimmer 

packs may be used per SQIDC 

control station.

When used with Synergy: MLX 

controller with Legacy option 

required. Up to 64 dimmer 

packs may be connected to 

each controller. Dimmers 

are fully confi gurable from 

system controller and may 

be controlled by any Synergy 

user interface or schedule.

High-quality architectural-

grade fi lters minimize lamp 

noise. Dimmers are cooled 

through natural convection 

fl ow provided by front cover 

venting and are available 

with or without positive air 

gap on/off  relays.

Listings

UL Listed to U.S. and Canadian 

safety standards.

Example: SQMPDC 4UX2 S2 120

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

PRODUCT INFORMATION MiniPac Architectural Dimming System

SQMPCS
MiniPac® Control Station

Series Number of presets Channels Finish Wallplate

SQMPCS Sequel MiniPac Control Station 6P 6 presets 4C 4 channels

8C 8 channels

BJ4 Brushed stainless steel, black buttons

WC2 Painted white, white buttons1

IE3 Painted ivory, ivory buttons1

BL4 Painted black, black buttons1

BF4 Polished brass, black buttons1

SD Solid

TR Translucent

Intended Use

Sequel® MiniPac Control 

Stations provide manual and 

preset dimming control of 

Sequel MiniPac modular dim-

mers (SQMPDC) in architec-

tural dimming applications.  

These stations are off ered 

in a variety of styles and 

architectural fi nishes suitable 

for virtually any application. 

Control stations may be used 

with matching remote sta-

tions or wireless remotes, or 

they can be interfaced with 

external systems.

Installation

4- and 8-channel stations 

mount in #SQCS 5GB or RACO 

699 fi ve-gang backbox. The 

SQMPCS station connects to 

the SQMPDC dimmer pack via 

the four-wire SYA cable A4 

control station network cable.

System Features

Functions: Master raise and 

lower buttons adjust the 

intensity of all lights dimmed 

from the station. Channel 

raise and lower buttons 

adjust the intensity level of 

individual channels. LED bar 

graph displays intensity level. 

Select button saves presets 

and fade time is adjustable 

for each preset scene. Preset 

button saves and activates 

presets. Off  function turns 

off  all channels.

Integral dry contact closure 

interface allows access to pre-

sets, master raise/lower, and 

off  functions for A/V systems 

and auxiliary equipment.

Classifi cation: Class 2 low- 

voltage device.

Example: SQMPCS 6P 4C BJ4 TR

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

Notes
1 Additional delivery time and/or cost  may apply.

ACCESSORIES
ORDER SEPARATELY

SQMPDC RE DOOR KIT Recessed door kit for SQMPDC dimmer cabinets
SYA CABLEA4 Digital control station network wire for SQMPCS; specify 250, 500 or 1000 feet
SYA CABLES2 Digital panel network wire for SQIDC and Synery panel network w/Legacy option; specify 250, 500 or 1000 feet

ACCESSORIES
ORDER SEPARATELY

SQMPDC Sequel MiniPac dimmer cabinet
SQCS 5GB 5-gang backbox for 4-channel and 8-channel stations
SQRS Remote station; specify 2, 4, 5, 6 or 9 buttons
SYNERGY ENGRAVING SERVICES Engraved buttons
SYA CABLEA4 Control station network wire
SQCS PE Portable console for Sequel® stations
SQCS RE Recessed NEMA 1 enclosure for Sequel stations
SQCS PR Receptacle to connect portable console to A4 network wire

10-1/8
(25.7)

4-5/8
(11.7)

1-1/2
(3.8)

1/4
(0.6)

Drawings are for dimensional detail only and may not represent actual 
mechanical confi guration. Dimensions are shown in inches (centimeters) 
unless otherwise noted.

ORDERING  INFORMATION

ORDERING  INFORMATION

PRODUCT INFORMATION
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PRODUCT INFORMATION

SQIDC
Integrated Wallbox Preset Dimmer

Series VA rating Number of presets Number of channels Finish Wallplate Voltage

SQIDC 2000 2000 watts 6P 6 presets 4C 4 channels

8C 8 channels1

BJ4 Brushed stainless steel, black frame and buttons

WC2 Painted white, white frame and buttons2

IE3 Painted ivory, ivory frame and buttons2

BL4 Painted black, black frame and buttons2

BF4 Polished brass, black frame and buttons2

SD Solid

TR Translucent

120

Intended Use

Provides manual and preset 

dimming of most lamp types 

in wallbox applications. Of-

fered in a variety of styles and 

architectural finishes. May 

be used singly with matching 

remote stations or interfaced 

with external systems.

System Features

Master raise and lower 

buttons adjust intensity of all 

lights dimmed from station. 

Channel raise and lower but-

tons adjust intensity level of 

individual channels. LED bar 

graph displays intensity level. 

Select button saves presets. 

Fade time is adjustable for 

each preset scene. Preset 

button saves and activates 

presets. Off function turns 

off all lighting. Low-end and 

high-end dimming limits and 

dimmer curves are adjustable 

per channel.

Installation

Requires SQCS 5GB or RACO 

699 five-gang backbox, 

3-1/2" deep. Terminals on 

rear of station allow access 

from SQRS remote stations 

or momentary dry contact 

closures to six presets, master 

raise/lower, channel raise/

lower, select and off.

Overall maximum capacity is 

2000VA. Maximum capacity 

per output (1-4) is 800VA 

incandescent, magnetic 

low- voltage and magnetic 

ballast, and 600VA elec-

tronic two- and three-wire 

fluorescent ballasts.

Listings

UL Listed to U.S. and Canadian 

safety standards.

Example: SQIDC 2000 6P 4C BJ4 TR 120

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

Notes
1 8-channel unit requires Sequel MiniPac dimmer cabinet (page 

766) for control of loads on channels 5-8.

2 Additional delivery time and/or cost may apply.

PRODUCT INFORMATION Remote Dimmer Module

RDM 
Remote Dimmer

Series

RDMI 2000 120 1920 W/VA, 120V, 50/60Hz for incandescent, magnetic low-voltage, neon and cold-cathode

RDMF 2000 120 1920 VA, 120V, 50/60Hz for Advance® Mark 10™ and Lutron® Hi-Lume®, Tu-Wire® and ECO-10™ fluorescent

RDMF 3000 277 3000 VA, 277V, 50/60Hz for Advance Mark 10 and Lutron Hi-Lume, Tu-Wire and ECO-10 fluorescent

RDMBC 120/277 1920 VA at 120V; 4400VA at 277V; 50/60Hz for 0-10VDC fluorescent ballasts only. Mounts to a grounded 4" outlet box.

Intended Use

Used to boost the capacity 

of an ISD (page 765), DSD 

(page 764), or SQIDC (page 

767) Series wallbox dimmer. 

Also allows an ISD Series 

dimmer to control three-wire 

fluorescent dimming ballasts 

and SQIDC dimmers to 

control four-wire fluorescent 

dimming ballasts.

Installation

RDMI and RDMF may be 

surface- or flush-mounted 

using a 2-gang box (at least 

3-1/2" deep) and 2-gang 

raised cover.  The RDMBC may 

be surface- or flush-mounted 

using a 4" square outlet box.

System Features

Available for a wide variety of 

dimming load types. Models 

for use with line-voltage 

loads include an integral RFI 

filter. All models are phase 

independent of the control 

device and equipped with a 

low-end trim adjustment.

Listings

UL Listed. CSA Certified.  

NOM Certified.

Example: RDMI 2000 120

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

ACCESSORIES
ORDER SEPARATELY

SQMPDC
Sequel® MiniPac® dimmer cabinet (for loads on 
channels 5-8)

SQCS 5GB 5-gang backbox for SQIDC stations
SYNERGY ENGRAVING SERVICES Engraved buttons
SQRS Remote station; specify 2, 4, 5, 6 or 9 buttons

Drawings are for dimensional detail only and may not represent actual 
mechanical configuration. Dimensions are shown in inches (centimeters) 
unless otherwise noted.

LOAD TYPE LOAD VOLTAGE CONTROLLER RDM
Incandescent, magnetic low-voltage, neon 120V SQIDC or ISD 600 I 120 RDMI 2000 120
Advance, Mark 10, Lutron Tu-Wire 120V SQIDC, ISD 600 ADEZ 120 or DSD 500 ADEZ 120 RDMF 2000 120
Advance, Mark 10, Lutron Tu-Wire 277V SQIDC, ISD 600 ADEZ 120 or DSD 500 ADEZ 120 RDMF 3000 277
Lutron Hi-Lume/ECO-10 120V SQIDC or ISD 600 I 120 RDMF 2000 120
Lutron Hi-Lume/ECO-10 277V SQIDC or ISD 600 I 120 RDMF 3000 277
0-10VDC Fluorescent 120V or 277V SQIDC or ISD 600 I 120 RDMBC 120/277

10-1/8
(25.7)

4-5/8
(11.7)

1-1/2
(3.8)

1/4
(0.6)

ORDERING  INFORMATION

ORDERING  INFORMATION

PRODUCT INFORMATION
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Time-Based Relay Switching Panel
SW

IT
CH

PA
K

Series Relays/poles Voltage Building automation

SPAK 8S Eight single-pole, 20A relays

4S2D Four single-pole, 20A relays and two double-pole, 30A relays

120/277 120/277 dual voltage BAS Native BACnet ready1

SPAK 
Eight-Relay Panel

Intended Use

A compact and economical 

lighting control panel that 

offers simplified solutions for 

a broad range of lighting con-

trol applications. This time-

based controller switches 

lighting on/off at preset times 

while managing a variety of 

low-voltage inputs. Relays are 

rated to directly switch 20A 

lighting loads, eliminating 

the need for external contac-

tors or relays.

Construction

Housing: NEMA 1 enclosure 

wall-mount with hinged lock-

ing cover. Separate line- and 

low-voltage compartments.

System Features

Simple set-up and operation: 

Programming is quick and 

easy using the large LCD dis-

play with associated soft keys 

and automatic ReadyHelp™ 

on-screen help guide. Unique 

quick-assign keys provide 

one-touch program selec-

tions and instant override.

Scheduling: Individual 

daily schedules automatically 

repeat for seven-day lighting 

load operations. Holiday 

schedule accommodates 

32 dates. Astronomic and 

automatic Daylight Savings 

Time operation.

Warn-before-off feature flash-

es lights prior to turning off.

Overrides: Eight low-voltage 

switch inputs can be pro-

grammed to provide manual 

control of any combination 

of relays or override one to 

eight zones of scheduled 

lighting. Analog photocell 

input does not require 

remote calibration.

System Remote Operation: A 

single SwitchPak® provides 

a complete lighting control 

solution and can be used to 

control operation of additional 

units. This powerful standard 

feature expands the capability 

of SwitchPak to a system level 

without adding the complex-

ity often associated with 

networked systems.

Building Automation: Adding 

the BAS option enables na-

tive BACnet® communication 

for applications iterfacing 

with building automation 

systems. SPAK native BACnet 

provides communication 

directly to BAS systems 

without BACnet gateways 

or converters, using the on-

board RJ-45 ports.

Capacity: Eight single-pole, 

20A rated relays for 120/277 

dual voltage. Optional 

configurations available for 

either two or four 600V two-

pole relays.

Listings

UL Listed to U.S. and Canadian 

safety standards.

Example: SPAK 8S 120/277

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

ACCESSORIES
ORDER SEPARATELY

LSA APS OL Analog photocell (outdoor mounting)
LSA APS S Analog photocell (skylight mounting)
LVRS Override switch; 1-9 buttons
LVPS Override switch; 2 buttons
LVKS Locking override keyswitch
SPAK HVB High-voltage barrier kit to divide the high-voltage compartment into two sections
SSPL Sweepswitch: line-voltage override switch
SPAK 4S/2D CONVERSION KIT Two double-pole, 30A relay conversion kit; replaces one 4S relay card

16
(40.6)

    4
(10.2)

14-1/2
(36.8)

 14-5/8
 (37.1)

Back box 

   14
(35.6)
Back
box 

Drawings are for dimensional detail only and may not represent actual 
mechanical configuration. Dimensions are shown in inches (centimeters) 
unless otherwise noted.

Notes
1 System remote operation not available when using BAS option.

ORDERING  INFORMATION

PRODUCT INFORMATION
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Line-Voltage Override Switch SW
ITCH

PA
K

PRODUCT INFORMATION

SSPL
SweepSwitch®

Series Type Voltage

SSPL 05 0.1 to 5.0 amps

20 1.0 to 20 amps

277 120V or 277V (dual voltage)

Intended Use

Provides individual local 

line-voltage override control 

of lighting in time-based 

control schemes. Can be used 

manually to turn lighting on 

and off in the normal manner. 

Resets itself automatically to 

the off position in response to 

a programmed power inter-

ruption signal provided by 

the lighting control panel.

Works like a standard wall 

switch for on/off operation. 

Automatically resets to off 

when power is removed for 

approximately five seconds. 

Switch handle is lighted for 

easy location in the dark.

Wires to a 120V or 277V cir-

cuit switched by a Synergy® 

or SwitchPak® relay panel  

like a standard toggle switch; 

is not line/load sensitive  

and does not require a 

neutral connection.

Installation 

Strap-mount device; mounts 

in a standard single-gang 

switch box and uses a 

standard toggle opening wall 

plate (not included).

Listings

UL Listed. CSA Certified.

Example: SSPL 05 277

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

PRODUCT INFORMATION Emergency Overrides

RRU 
SPDT Normal Power-Sense Relay

Series Voltage

RRU SPDT Power relay 120 120V

277 277V

Intended Use

The RRU provides an interface 

between a line-voltage 

normal power-sense circuit 

and the low-voltage override 

input on Synergy® SYPM 

power modules. All con-

nected SYPM power modules 

will be overridden to full ON 

if normal power falls below 

90% of nominal voltage.

System Features

Works in conjunction with 

Synergy SYPM power modules. 

One RRU is required for each 

Synergy cabinet to be overrid-

den ON during power failure.

Available to sense either 120V 

or 277V normal power.

90% nominal input voltage 

drop out.

SPDT low-voltage dry contact 

outputs rated for 5 amps.

Listings

UL Listed.

Example: RRU SPDT 120

ADDITIONAL INFORMATION For additional product information, visit www.synergylightingcontrols.com.

1-1/2
(3.8)

1-3/4
(4.4)

3-1/4
(8.3)

2-3/8
(6.0)

2-3/4
(7.0)

4-1/8
(10.5)

Drawings are for dimensional detail only and may not represent actual 
mechanical configuration. Dimensions are shown in inches (centimeters) 
unless otherwise noted.

ORDERING  INFORMATION

ORDERING  INFORMATION

PRODUCT INFORMATION
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Simply

Smarter
SIMPLY5TM lighting intelligence* is built on the premise 

that controls should be simple for everyone, from the 

specifi er to the contractor to the occupant. It represents 

an innovative departure from the traditional piecemeal 

approach to lighting energy management.   

With conventional systems, designers and installers 

are faced with trying to meet codes using a wide variety 

of lighting fi xtures, relay panels, dimming systems, 

occupancy and daylight sensors. The SIMPLY5 approach is 

diff erent, adding intelligence to highly 

effi  cient lighting fi xtures and controls components to 

optimize them for energy management. Because all 

devices are intelligent, SIMPLY5 automates many setup, 

calibration and programming tasks which must be 

performed manually on other systems. 

 * Patent pending

SIMPLE TO INSTALL

to update

the time and date

SIMPLE TO DESIGN & SPECIFY

IECC , Title 24 and EPAct

switching

SIMPLE TO USE

the light level for the task at hand; as low as 3% for 

AV presentations

available for load shedding
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Simply

Better
SIMPLE TO EXPAND

and photocells may be added for automated time-clock 

control, occupancy sensing and daylight harvesting 

areas as small as a single room or as large as a multi-

building campus

date changes

SIMPLE TO MAINTAIN

with program-start features maximize lamp life

adjustment

replacing most components

automatically without reprogramming

Maximize Energy Savings

SIMPLY5 lighting intelligence maximizes lighting 

energy savings by fi rst lowering the base consump-

tion. It then distributes intelligent controls, enabling 

the easy incorporation of one or more timeclock, 

occupant or daylight-based automated controls. 

Finally, fully integrated load shed capabilities 

empower the property owner to take full advantage 

of EPAct mandated real-time energy pricing and 

manage energy consumption while complying with 

utility incentives. 

Gain Flexibility

With SIMPLY5, changes to the use of a building no 

longer require reprogramming or recommissioning 

of the control system. The integrated plug-and-play 

control elements make the system fl exible and easy 

to reconfi gure, as components can be added or re-

moved at any time.  Additionally, with local dimming 

and override controls, occupants have the power to 

create their personal environment.
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PRODUCT INFORMATION

S5JB 
Intelligent Junction Box

Series Options

S5JB Provides digital dimming signal for SIMPLY5 fixtures1

S5JBS Provides digital dimming signal for SIMPLY5 fixtures 
and switched output (277V, 20A) for non-SIMPLY5 
fixtures1

120 RELOC 15' tee connector with 120V key

277 RELOC 15' tee connector with 277V key

HW Hardwire (no RELOC) 120/277V

Intended Use

The SIMPLY5™ intelligent 

junction box (S5JB) is the 

brain of the SIMPLY5 system. 

One S5JB is required per 

lighting zone. All SIMPLY5 

components connected to 

the S5JB are auto detected 

eliminating the need for field 

programming. The SIMPLY5 

components that can connect 

to an S5JB include the S5W 

wall station for ON/OFF and 

dimming control, the S5SC 

sensor connector for accept-

ing occupancy sensor and 

photocell inputs, and Acuity  

 

Brands lighting fixtures with 

the SIMPLY5 ballast option. 

Up to 100 SIMPLY5 devices/

fixtures may be connected to 

one S5JB.

SIMPLY5 components use 

RELOC® modular wiring to 

provide both power and 

data communication which 

reduces both installation 

labor and complexity.

System Features

Plug-and-play Functionality: 

Automatic detection and 

configuration for proper op-

eration with other connected 

SIMPLY5 control devices and 

lighting fixtures as installed.

Standard RELOC connectors 

make installation a breeze; 

simply mount and plug in. 

The S5JB also is available 

without RELOC connectors. 

Specify the hardwire op-

tions (HW).

The S5JBS version includes 

an integral override switch for 

the switched output.

Includes low-voltage power 

supply for local room signal 

buss and control devices such 

as wall stations, occupancy 

sensors and photocells.

Enables fully adaptive time 

schedules for controlled 

lighting when used with 

the S5LEM.

Easily integrates with any 

connected wall stations,  

occupancy sensors or photo-

cells. No programming or 

setup required.

Listings

CSA Listed to U.S. and 

Canadian standards.

Example: S5JB 120

ADDITIONAL INFORMATION For additional product information, visit www.simply5.net.

Notes
1 The S5JB only controls SIMPLY5 fixtures. The S5JBS dims and switches 

SIMPLY5 fixtures, and only switches non-SIMPLY5 fixtures.

PRODUCT INFORMATION SIMPLY5 Devices

S5W 
SIMPLY5™ Wallbox Station

Series Options Finish

S5W Digital wall station1 120 RELOC 15' tee connector with 120V key.

277 RELOC 15' tee connector with 277V key

HW Hardwire (no RELOC) 120-277V

(blank) White

IV Ivory

Intended Use

The SIMPLY5 wall station 

(S5W) is used with the SIM-

PLY5 intelligent junction box 

to provide an intuitive user 

interface to seven smooth 

dimming levels from 100% 

to 3%. Wall stations may be 

field-configured for either 

single-zone or whole-room 

control and will automati-

cally work in three-way or 

four-way configuration for 

multi-location control in a 

single room.

System Features

Push on/push off large 

preset switch returns lights 

to last level.

Seven-segment LED level 

display.

Self-configures for multi-

location control, timeclock 

override and occupancy 

sensor override functionality 

as appropriate.

Side rocker switch allows 

dimming control.

SIMPLY5 RELOC control tee 

connector is provided.

Includes coordinating 

single-gang thermoplastic 

wall-plate.

Listings

CSA Listed to U.S. and 

Canadian standards.

Example: S5W 120

ADDITIONAL INFORMATION For additional product information, visit www.simply5.net.

ACCESSORIES
ORDER SEPARATELY

DSA FP D_(# of gangs) Decora® wallplate
S5CCKIT_ Wall station color-change kit (designate color nomenclature)

Notes
1 Standard RELOC connections. RELOC tee ships separately from wall box.

ORDERING  INFORMATION

ORDERING  INFORMATION

PRODUCT INFORMATION
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SIMPLY5 Devices SIM
P

LY5 LIG
H

TIN
G

 IN
TELLIG

EN
CE

S5SC 
Sensor Connector 

Series

S5LEM Light energy manager

S5LEM 
Light Energy Manager

Intended Use

The SIMPLY5™ light energy 

manager (S5LEM) is used in 

conjunction with the SIMPLY5 

S5JB intelligent junction 

box for time-based control 

of up to 42, 20A circuits of 

SIMPLY5 compatible lighting 

fixtures. The S5LEM can 

manage as many as 700 

rooms, assigned to eight dif-

ferent user-defined groups. 

Plug-and-play configuration 

of components allows com-

missioning of an energy-code 

compliant system to be as 

easy as simply setting the 

time and date.

Typically, only one S5LEM is 

required per building unless 

there are more than 700 S5JBs.

System Features

Graphical LCD display and 

touch-sensitive keypad pro-

vide programming interface.

Daily or weekly on/off sched-

ule programming capability.

Plug-and-play functionality.

Ethernet Networking: Two 

on-board Ethernet ports with 

integral switch allow S5LEM 

panels to be connected to 

each other and to building 

LAN via CAT5 cable without 

additional equipment.

Listings

CSA Listed to U.S. and Canadian 

safety standards.

Example: S5LEM

ADDITIONAL INFORMATION For additional product information, visit www.simply5.net.

PRODUCT INFORMATION SIMPLY5 Devices

Intended Use

The SIMPLY5™ sensor con-

nector (S5SC) provides the 

capability to connect one 

occupancy sensor and one 

analog photosensor to a SIM-

PLY5 intelligent junction box 

(S5JB). The occupancy sensor 

connected to the S5SC is used 

by the S5JB to automatically 

turn off the lighting fixtures 

connected to the S5JB. An 

analog photosensor con-

nected to the S5SC is used by 

the S5JB to perform daylight 

harvesting. In many cases, a 

second S5JB may be required 

to perform daylight harvest-

ing as a second lighting zone 

in the room.

System Features

Provides one occupancy 

sensor input and one analog 

photosensor input.

Two Sensor Switch occupancy 

sensors can be connected to 

one input. The S5JB auto-

detects when the S5SC is 

connected to it.

The S5SC is compatible with 

Synergy Lighting Controls 

sensor switch low-voltage 

occupancy sensors.

A power pack is not required 

for sensor switch occupancy 

sensors; sensor power is 

provided by the S5SC.

Listings

CSA listed to U.S. and  

Canadian safety standards.

Series Options

S5SC Sensor connector 120 RELOC 15' tee connector with 120V key

277 RELOC 15' tee connector with 277V key

HW Hardwire (no RELOC connector)

Example: S5SC 120

ADDITIONAL INFORMATION For additional product information, visit www.simply5.net.

ACCESSORIES 
ORDER SEPARATELY)

DEQ APS Analog photosensor
CM PDT 9 Ceiling-mount dual technology sensor head
WV PDT Corner-mount dual technology sensor head

ORDERING  INFORMATION

ORDERING  INFORMATION

PRODUCT INFORMATION
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Luminaires may utilize fl uorescent or high intensity discharge sources that contain small 
amounts of mercury. New disposal labeling for these lamps includes the mercury identifi er 
shown below to indicate that the lamp contains mercury and should be disposed of in 
accordance with local requirements. 

Information sources regarding lamp recycling and disposal are included on the packag-
ing of most mercury-containing lamps and also can be located at www.lamprecycle.org. 
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Sustainability, Innovation, Commitment
These three simple words describe the Acuity Brands focus on reducing 

harmful impacts on the environment. Our commitment is clear. We 

demonstrate it first and foremost in how we conduct our business.

One focal point of our efforts to promote sustainability is our web site 

at: www.acuitybrandslighting.com/sustainability where details are 

provided on green standards, energy codes and our green products.

LEED® with Lighting
The Leadership in Energy and Environmental Design (LEED) Green 

Building Rating System™ is a voluntary, consensus-based standard 

developed by the U.S. Green Building Council (USGBC).

The LEED® rating systems define the criteria for designing and 

constructing high-performance, environmentally sustainable build-

ings, and promotes a whole-building approach to sustainability by 

recognizing performance in five key areas: sustainable site develop-

ment, water savings, energy efficiency, materials selection and indoor 

environmental quality.

Our web site at www.acuitybrandslighting.com/sustainability provides 

details on the standard and the availability of tools to help comply with 

the principles of LEED, including:

described including a toolbox for each criteria that provides links to 

various tools and other related web sites where Acuity Brands can 

provide additional guidance.

goals of LEED.

Certified LEED Projects at Acuity Brands:

certification.

 

certification within LEED-CI.

Energy Codes and Regulatory Issues
As the need for energy efficiency grows and the various levels of 

government restrict our use of energy, the Acuity Brands web site can 

assist you in navigating through this maze of codes and regulations.

Please go to www.acuitybrandslighting.com/sustainability for 

information on the following topics:

90.1 and the International Energy Conservation Code (IECC) are ex-

plained with tools provided to assist in meeting these requirements.  

been adopted by the various states.

-

tions for energy efficient projects in both new construction and 

relighting projects. Tools such as a tax benefits calculator and 

compliance documentation are also available.  These tax deductions 

Security Act) is included.

As new energy codes and regulations are adopted, Acuity Brands will 

continue to provide the latest information on these developments.

Sustainability at Acuity Brands
Our commitment to environmental sustainability begins in our own 

operations. The Acuity Brands Sustainable Operations Council includes 

achieve year-over-year reductions in our use of natural resources. Some 

specific examples of our accomplishments include:

 

modifications that enabled us to reclaim water for this process  

at three facilities.

recycling and green procurement standards.

 

aluminum recycling is contributed to community projects.

Our employees are directly involved with industry groups working to 

LEED & ENERGY CODES
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CLASSIFICATION DEFINITION BENEFITS LIMITATIONS

Full Cutoff

Zero intensity at or above horizontal (90° above nadir) and 

limited to a value not exceeding 10% of lamp lumens at or 

above 80°.

Limits spill light onto adjacent property, reduces glare. No 

light is emitted directly from the luminaire into the sky.

May reduce pole spacing to maintain uniformity and increase 

pole and luminaire quantities.

Cutoff

Intensity at or above 90° (horizontal) no more than 2.5% of 

lamp lumens, and no more than 10% of lamp lumens at or 

above 80°.

Small increase in high-angle light allows increased pole 

spacing.

May allow some uplight from luminaire. Typically a small 

overall impact on sky glow.

Semi-cutoff
Intensity at or above 90° (horizontal) no more than 5% of 

lamp lumens and no more than 20% at or above 80°

High-angle light accents taller vertical surfaces such as build-

ings. Most light is still directed downward.

Little control of light at property line. Potential for increased 

glare when using high wattage luminaires. Typically directs 

more light into the sky than cutoff.

Non-cutoff No limitations on light distribution at any angle.

Uniform luminous surfaces such as internally illuminated 

signs or globes. Wattage should be limited. Suitable for 

sports lighting, facade, landscape or other applications 

where luminaires are tilted due to limitations in pole or 

fixture locations.

Location and aiming are critical. Most likely of all categories 

to produce offensive brightness and sky glow.

Acuity Brands – Nighttime Friendly™ 

Designation 

For years, Acuity Brands has been actively involved in developing 

products and standards focusing on minimizing the impact of electric 

lighting systems of the nighttime environment.  Our brands are 

members and contribute to the International Dark-Sky Association 

(IDA) and we are active in various outdoor lighting committees of the 

Illuminating Engineering Society (IESNA).  We are a member of the IDA 

/ IESNA Model Lighting Ordinance task group.  We are a member of the 

US Green Building Council and provide a variety of lighting solutions 

focused on achieving the LEED credit SS8 for light pollution reduction.  

Acuity Brands has some of the most experienced and knowledgeable 

optical designers working with our product development teams to 

continue to develop responsible lighting solutions.

What does Nighttime Friendly Mean? 

Because there are no lighting industry standards recognizing products 

that minimize obtrusive nighttime lighting, Acuity Brands has 

established a designation with very strict requirements, based on 

photometric test data.  Our Nighttime Friendly designation requires 

that the lighting product has no uplight and nor more than 10% of 

the total lumens between 80-90 degrees.  This criterion is consistent 

with LEED and Green Globes guidelines for environmental sustainabil-

ity.  Our Nighttime Friendly designation focuses on no uplight as well 

as high angle brightness and requires laboratory test data based on 

IESNA standards.  The Acuity Brands  Conyers lab is NVLAP accredited, 

an accreditation that requires a strict quality process and 3rd party 

audit by the National Institute of Standards & Technology (NIST).  

Independent labs have not gained this accreditation. 

 

 

 

 

How does Nighttime Friendly compare 

with other designations? 

IDA Fixture Seal of Approval

The IDA Fixture Seal of Approval does not have specific, quantifi-

able criteria.  In general, the IDA Fixture Seal of Approval focuses on 

products that have no uplight. Since Acuity Brands Nighttime Friendly 

designation is more stringent and can be verified with any commercial 

software, we typically do not list  products with IDA. 

Star View™ Compliant

Hubbell Outdoor and Spaulding brands of lighting products promote 

the Star View Compliant designation, used to identify full cutoff optics.  

This designation is not as stringent as the Acuity Brands Nighttime 

Friendly designation because it does not stipulate a limit on the high 

angle lumens  that impact glare.

Are there other considerations for  

minimizing obtrusive outdoor lighting? 

Daytime and nighttime aesthetics

Beyond considerations of uplight, there are other optical consider-

ations to help you select a quality lighting system.  Many times, the 

lighting system must offer both daytime and nighttime aesthetics.  

Traditionally, this required lighting systems that emitted a significant 

portion of light into the sky and emit light at high angles resulting 

in glare.  We offer many options to address the need for daytime and 

nighttime aesthetics.   

 

 

 

 

 

 

Light trespass

Another key aspect to consider is limiting the amount of light emitted 

off of the property that trespasses onto adjacent properties.  This 

is especially important in areas where commercial and residential 

properties are adjacent to each other.  To address this concern, lighting 

products should be selected to minimize high angle brightness and 

poles located at or near the perimeter of the site should utilize sharp 

cutoff optics that limit light behind the pole. 

Reducing light levels late at night

Many communities encourage businesses to reduce light levels late 

at night when activity in those areas is minimal.  In addition, some 

areas are encouraged to turn off the lighting, such as sporting facilities.  

This can be accomplished by turning off some luminaires or zones.  

Advanced lighting systems can even detect motion and reduce the 

lighting in each fixture when there is not activity. 

Why should I select Acuity Brands  

products for applications with  

environmental considerations? 

Acuity Brands provides many options for responsible outdoor environ-

ments.  We demonstrate our commitment to the nighttime environ-

ment through our development of superior optics, our involvement in 

industry activities to reduce the impact of obtrusive nighttime lighting 

and through our corporate commitment to environmental sustain-

ability.  We provide reliable test data and have made investments in 

the accreditation of our Conyers testing laboratory.  Our sales personnel 

and technical support staff stand ready to help you identify the most 

effective outdoor lighting solutions and validate the performance of 

these systems.

Notes
See www.lithonia.com/nighttimefriendly for full details.

NIGHTTIME™ FRIENDLY LIGHTING
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-

minaires that evaluates the photometric performance of a luminaire 

based on light emitted into various solid angles that impact uplight, 

backlight and high angle glare zones. This IES standard is available 

Outdoor Luminaires”.

To the right is a 3-D representation of the LCS model including the sub 

angles for each zone. Below that is a graphical representation of how 

such data for a specific luminaire is represented in the Acuity online 

The forward and backlight zones near or slightly below horizontal 

provide a useful analysis of high angle brightness, often relating to 

objectionable glare. Keep in mind however, that glare relates to other 

factors including the size of the source and specific intensity at discrete 

angles. So additional research will continue to evaluate how to best 

quantify glare.

Evaluation of backlight must consider where the pole is located in 

relation to the property line.

And finally, in considering sky glow impact, the light at or near horizontal 

has a greater impact on the scattering of light in the atmosphere – result-

ing in a higher degree of sky glow over a community. 

BUG Ratings 

-

ing Backlight (B), Uplight (U) and Glare (G) ratings. The zonal lumens 

categories, with 1 being the most restrictive.

the very high zones below horizontal. The reason for this is because 

uplight – or sky glow, is impacted most by light emitted at or near 

horizontal because horizontal light causes the most scatter in the 

atmosphere as it picks up and reflects off of particulate in the air (such 

as dust particles, air pollution or even natural phenomena such as fog).

lumen thresholds are different for luminaires that have a symmetric 

longitudinal or forward throw type of distribution such as Type I, II, 

BUG ratings for our products are available using the Acuity online 

 

BACKLIGHT/TRESPASS

B0 B1 B3

110 1000

BM 1000

BL 110 1000

UPLIGHT/SKYGLOW

U0 U1 U3

0 10 100 1000 >1000

UL 0 10 100 1000 >1000

10 _ _

10 _ _

GLARE

G0 G1 G3

10

10

660 1800

110 1000

 
660 1800

LUMINAIRE CLASSIFICATION SYSTEM
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Line voltage varies – Check incoming voltage with recording voltmeter 

(if this is the problem, check other equipment on the same circuit).

Incorrect lamp or burning position – Check fixture label against lamp 

for proper lamp operating position (metal halide).

Improper ambient temperature – Check ballast or fixture rating against 

Hard-starting lamp – Replace with new lamp if delay is lengthy.

Incorrect or loose wiring – Disconnect from power. Check wiring connections.

Ballast near or at end of life – Test ballast.

 

New lamp may need to be seasoned – Turn fixture on and off several 

times at 30-minute intervals.

Ambient temperature too low 

change to ballast rated for conditions.

Significant air movement across lamps – Check for fans or air condition-

ing blowing across lamps.

Incorrect or loose wiring – Disconnect from power. Check wiring connections.

Line voltage varies – Check voltage supply.

Cycling (Lamp Turns On and Off)
Line voltage varies – Check voltage supply. 

Faulty insulation detector (recessed fixtures) – Bypass to verify or move 

insulation if in contact. Insulation must be kept at least 3" from the 

Lamp at end of life or defective HPS lamp – Replace with new lamp.

PE control receives reflected light – Cover PE control and test fixture.

Incorrect lamp or ballast – Compare fixture and lamp labels for match-

ing wattage and source. Compare fixture and system voltage rating.

Ballast output voltage low – Check line voltage at fixture. Check open 

 

Incorrect lamp operating position (metal halide) – Check lamp specifica-

tions for proper operating position.

 

Incorrect or loose wiring – Disconnect from power. Check wiring connections. 

Ballast is operating too hot – Check for high ambient temperatures, 

ventilate or suspend fixture.

Ballast near or at end of life – Test ballast. 

Reduced Light Output
Improper ambient temperature

Air movement across lamps -

tioning blowing across lamps.

Lamp at or near end of life 

blacken near end of life. Mercury and metal halide lamps will produce 

low light output and may exhibit intermittent starting. Metal halide 

Most lighting installations provide reliable service for many years with 

no maintenance except for routine cleaning and lamp replacement. If 

a malfunction does occur, use the information below to diagnose and 

correct the problem. Disconnect the power before servicing any lighting 

system. Do not perform service while the fixture is engaged. Contact 

our Customer Service Department if you need further assistance. 

The following is a list of common malfunctions, possible causes and 

appropriate corrective action.

Incorrect lamp or ballast – Check fixture label against lamp type. Check 

Lamp is improperly seated in socket  – Back out lamp and retighten. 

socket is compressed. If so, disconnect fixture from power supply and 

bend contact into position with a screwdriver.

Incorrect or loose wiring – Disconnect from power. Check wiring 

other voltage supply lead. 

Lamp at or near end of life

blacken near end of life. Mercury and metal halide lamps will produce 

low light output and may exhibit intermittent starting. Metal halide 

-

hibit normal starting but will turn on and off (cycle) during operation. 

The envelope of a high pressure sodium lamp may develop a brownish 

discoloration. Low pressure sodium lamps will operate at nearly full 

light output but starting will become impossible at end of life.

Photoelectric control defective – Disconnect button type cell from circuit or 

replace PE control.

Line or ballast output voltage low – Check line voltage at the fixture. 

Ballast burned out 

ballasts.

Starter circuit failure – Replace lamp with known good lamp. If lamp 

fails to start, replace starter.

Improper ambient temperature – Check ballast or fixture rating against 

Incorrect or loose wiring – Disconnect from power. Check wiring connections.

Slow or Erratic Starting
Lamp at or near end of life 

blacken near end of life. Mercury and metal halide lamps will produce 

low light output and may exhibit intermittent starting. Metal halide 

-

hibit normal starting but will turn on and off (cycle) during operation. 

The envelope of a high pressure sodium lamp may develop a brownish 

discoloration. Low pressure sodium lamps will operate at nearly full 

light output but starting will become impossible at end of life. 

Line or ballast output voltage low – Check line voltage at the fixture. 

-

hibit normal starting, but will turn on and off (cycle) during operation. 

The envelope of a high pressure sodium lamp may develop a brownish 

discoloration. Low pressure sodium lamps will operate at nearly full 

light output but starting will become impossible at end of life.

Incorrect or loose wiring – Disconnect from power. Check wiring connections.

Ballast near or at end of life 

Short Lamp Life
Incorrect lamp or ballast – Compare fixture label against lamp type. 

that lamp is in proper burning position.

Line voltage or ballast output voltage low – Check line voltage at 

Lamp operates less than 10 hours per start  – Rated lamp life is based 

on 10 hours of operation per start. General rule for expected lamp life 

lamp life.

Faulty lamp – Replace with new lamp.

Interference from electronic equipment – Move electronic equipment 

at least 10 feet away from lamps. Install radio frequency shielding. 

Install radio interference filter. Improve equipment grounding. Install 

shielded and grounded radio antenna.

Improper fuses installed in fixture – Check fuses to fixture manufac-

turer’s specification. Replace if incorrect.

Overloaded circuit

Shorted (grounded) fixtures – Check with shorted (grounded) test. If 

TROUBLESHOOTING GUIDE
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Lamp type/Lamp color Pin Manufacturer

Lamp type Lamp color

30

(blank) GE General Electric

Philips

CO
M

PACT FLU
O

R
ESCEN

T

Example:

WATTAGE BASE PIN AVG RATED LIFE  (HRS)  LUMENS LAMP COLOR

3000K

10000

9TT 10000

9DTT 10000 1

13TT 10000 800 688

13TT 10000 800 688

13DTT 10000

13DTT 900

18DTT 10000 980

18DTT 980

18TRT 1001

10000

1 1 1 1

LAMP  
TYPE

NUMBER 
OF LAMPS

STARTING TEMP 120V 277V 347V

MAX AMPS MAX AMPS MAX AMPS

13TT 0.98 0.10 0.98

13DTT
1 18.00 1.00 18.00 1.00 18.00 0.06 1.00

30.00 1.00 30.00 0.11 1.00 33.00 0.10 0.98

18DTT, 18TRT
1 1.00 0.08 1.00 0.11 1.00

39.00 0.33 39.00 38.00 0.06 0.98

1 1.00 0.11 1.00 31.00 0.09

0.98 0.98 0.98

1 36.00 0.31 0.98 36.00 0.13 0.98 36.00 0.11 0.98

69.00 0.98 68.00 0.98 0.19 1.00

1 0.98 0.18 0.98 0.13 1.00

93.00 93.00 0.33 80.00 0.98

1 61.00 0.18 1.00

1.00 1.00

1 0.63 0.96 0.96 1.00

ADDITIONAL INFORMATION

ORDERING INFORMATION

= Available

Notes
1  Available from General Electric.

3  Available from Philips.

COMPACT FLUORESCENT
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T8/T5 LINEAR AND U-SHAPED FLUORESCENT LAMPS

WATTAGE CRI

30
1330 30000

36 30000
3100 30000

T8 800 LAMPS
36

96
86 96 18000

1300
36

96
86 96 18000

31
1116

1900

39 3100

T8 LINEAR FLUORESCENT BALLAST

BALLAST WATTAGE
WATTAGE

GEB10IS

1 A 0.81
1 A 18

A 0.11 0.81
A 0.93

3 A 0.33 0.80
3 A 0.18 0.93

A 0.19 0.81
A 60 0.91

1 A 0.08
1 A 0.09 0.88
1 A

A
A 0.39 0.16 0.88
A 61

3 A
3 A 0.88
3 A 89 1.18

A 0.63
A 88 0.31 0.88

1 A 0.10
1 A 30 0.11 0.88
1 A 0.33

A 0.19
A 0.88
A

3 A
3 A 86 0.31 0.88
3 A 1.18

A 98 0.80
A 0.88

1 A
A 0.93 0.88

GEB10RS

1 A 0.09 0.88
A 0.39 0.88

3 A 69 0.88
A 0.88

1 A 31 0.11 0.88
A 0.88

3 A 88 0.31 0.88
A 118 0.99 0.88

86 1 A 0.36 0.96
86 A
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T8/T5 LINEAR FLUORESCENT BALLAST

BALLAST WATTAGE

BILP

1 A 0.08

A 39 0.33

3 A

A 0.31

1 A 0.19 0.081 

A 0.36 0.16

3 A

A 86

30 1 A 0.09

30 A 0.38

30 3 A 68

30 A 90 0.33

1 A 0.10

A 0.18

3 A 0.66

A 0.88

1 A 0.09

A 0.38 0.16

3 A

A 89 0.33

1 A 0.10

A 0.18

3 A

A 96

30 1 A 0.10

30 A 0.19

30 3 A

30 A 0.86

1 A 0.11

A

3 A 0.31

A 109

1 A 30

A

3 A 90

A 1.06 1.16

1 A 33

A 66

3 A 99 0.83 0.36 1.18

A 1.10

30 1 A 0.31 0.13

30 A 0.60 1.19

30 3 A 106 0.88 0.38 1.18

30 A 1.13

1 A 39 0.33 1.18

A

3 A 111 0.99 1.18

A 1.3

BALLAST

1 A 30

A 0.88

3 A 83 0.88

A 111 0.88

GEB10PS

1 A 0.06 0.99

A 1.00

1 A 0.09 0.99

A 1.00

1 A 0.10 1.00

A 1.00

1 A 1.00

A 1.00

39 1 A 0.36 1.00

39 A 1.00

1 A 1.00

A 1.00 1.00

3 A 0.63 1.00

A 1.00

A 60

A 0.61
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HIGH INTENSITY DISCHARGE LAMP DATA

WATTAGE BASE-BULB COATED 1

3

M110 10000 3000 1900 Universal

M98 3100 Universal

100M M90 Universal

11600 Universal

16000 Base up

Base up

M136 16000

M136 16800

Base up

Base up

Universal

30000 Universal

33000

M131 Base up

M131 36000 Base up

Base up

Base up

16000 Base up GE

16000 60000 Base up GE

M166 100000 80000 Base up

1000M Universal MS1000R/U PSL

1000M 86000 Base up MS1000R/BU PSL

3000

3000 BD

PROTECTED  

M110 10000 Universal

M98 3300 Universal

100M M90 Universal MP100M/C/U

8300 Universal

10000 Base up

10000 Base up

M136 19000

M136 16000

10000 Base up

10000 Base up

18000 Base up

19000 Base up

Base up

Base up

M131 33000

M131

M131 Base up

M131 Base up

Base up

38000 Base up

36000 Base up

Base up

36000 Base up

Base up

1000M Base up MP1000C/BU

1000M Base up MP1000BU

HIGH INTENSITY DISCHARGE
Lamp Data
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Lamp Data

WATTAGE ANSI BASE-BULB AVG RATED LIFE HRS INITIAL LUMENS MEAN LUMENS COATED BURNING POSITION MANUFACTURER1 LITHONIA CAT. NO.2

 

PAR LAMP

M98 MED-PAR38 Universal

M98 MED-PAR38 Universal

M98 MED-PAR38 Universal

100M M90 MED-PAR38 Universal

100M M90 MED-PAR38 Universal

100M M90 MED-PAR38 Universal

MED-PAR38 8800 Universal

MED-PAR38 8800 Universal

MED-PAR38 8800 Universal

COLOR-CORRECTED 

CERAMIC METAL 
3

M98 6000 Universal

100M M90 6300 Universal MC100M/CU

Universal

PROTECTED 

COLOR-CORRECTED 

CERAMIC METAL 

M98 Universal

100M M90 Universal MPC100M/CU

11900 Universal

36000

COLOR-CORRECTED 

CERAMIC METAL 

39M M130 9000 Universal

39M M130 9000 Universal

39M M130 MED-PAR30 9000 Universal MPC39P30S

39M M130 MED-PAR30 9000 Universal

M98 MED-PAR30 3600 Universal

M98 MED-PAR30 3600 Universal

M98 MED-PAR38 Universal

M98 MED-PAR38 Universal

M98 MED-PAR38 Universal

100M M90 MED-PAR38 10000 Universal MPC100P38S

100M M90 MED-PAR38 10000 Universal

100M M90 MED-PAR38 10000 Universal MPC100P38W

SODIUM 

16000 Universal

16000 Universal

S68 3800 Universal

S68 3600 Universal

S68 3800 Universal

S68 3600 Universal

Universal

6300 Universal

Universal

6300 Universal

100S 8800 Universal LU100M/C

100S 8000 Universal LU100M

100S 8800 Universal LU100C

100S 8000 Universal LU100

Universal

Universal

Universal

16000 13800 Universal

S66 MOG-BT18 19800 Universal

Universal

MOG-BT18 Universal

310S MOG-BT18 Universal LU310

Universal

MOG-BT18 Universal

600S S106 90000 81000 Universal LU600

S111 Universal

1000S 130000 Universal LU1000

PRESSURE SODIUM

10000 Universal

10000 Universal

100SDW 10000 Universal WS100M/C

100SDW 10000 Universal WS100P

Notes
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have different operating characteristics that require different ballast designs with an igniter to generate a 

during cold and hot starts.

SCWA – Super Constant Wattage Autotransformer

SCWI – SCWA Isolated Ballast

halide lamps 

 

RLB – Regulated Lag Ballast

Ideal for heavy industrial application or areas with voltage dips and spikes 

CWA – Constant Wattage Autotransformer Ballast1

CWI – Constant Wattage Isolated Ballast1

in Canada

MRB - Magnetic Regulator Ballast

 

The characteristics of high pressure sodium and metal halide high intensity discharge lamps require a ballast 

for controlling voltage and current to operate the lamp at its proper wattage. Lamps that are not operated 

within the optimal performance range will not produce proper light output or experience full life. There are 

several ballast types to choose that will provide proper control, but offer differing lamp wattage regulation, 

voltage dip tolerance, watts loss and cost.

Notes 

HIGH INTENSITY DISCHARGE
Ballast Selection Guide
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Ballast Testing

BALLAST WATTAGE
ANSI

NUMBER
RMS

VOLTAGE
SECONDARY SHORT 

CIRCUIT CURRENT AMPS

METAL  

BALLASTS

100 M90

 M81 

M80 

1000 

 

PRESSURE SODIUM 

BALLASTS*

110–130 

S68 110–130 

110–130 

100 110–130 

110–130 

S66 

310 

1000 

LOW  

PRESSURE

SODIUM  

BALLASTS

18 L69 

90 

180

 Continuity of Primary Coil

1. Disconnect ballast from power supply and 

discharge the capacitor.

between input leads.

 Continuity of Secondary Coil

1. Disconnect ballast from power supply and 

discharge the capacitor.

between lamp and common leads.

Short-Circuit Current Test

�

* Caution: Always disconnect the ignitor before measuring the output voltage of high pressure sodium 

To ensure the ballast is delivering the proper current under lamp starting conditions, a measurement may 

be taken by connecting an ammeter between the lamp socket center pin and the socket shell with rated 

input voltage applied to the ballast. If available, a socket adapter may be used.

 1. Energize ballast with proper rated input voltage.

1
 and A  as shown.

 3. Readings must be within test limits shown.

When using a clamp-on ammeter for this measurement, be certain the meter is not near the magnetic field 

of the ballast or any steel member which might distort the magnetic field.

Notes 
Information compiled by Advance Transformer Co. and reprinted with permission.

When short-circuit lamp current test results in high, low or no reading:

shorted or open capacitor or inoperative ballast. Checks may be made as follows:

 Measure line voltage. If ballast is multi-voltage unit make certain input voltage connection is made to 

proper input voltage terminal or lead.

 Perform open-circuit voltage test to ensure operation within the RMS range shown in the table to the left.

HIGH INTENSITY DISCHARGE
Ballast Testing
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HIGH PRESSURE SODIUM

WATTAGE BALLAST
POWER 

DIAGRAM
- DROPOUT  

WATTAGE

R 96

R 96 0.38 0.68

S68 R 96 1.80 1.18

S68 R 96 1.00

S68 66

R 96 1.60 86

R 96 0.90 1.30 86

91

0.90

180 0.80

0.60

CWA 0.18/0.08

CWI 90/180

CWI 0.30 0.30

MRB 0.60/0.30 103

100

R 3.10

R 1.80

1.30/0.6 130

166 0.66 1.30 130

1.10 130

0.39 130

0.60 130

CWA 138

CWA 360 0.30 138

CWI 90/180 130

CWI 130

MRB 138

MRB 0.60 138

MRB 330 0.30 138

R

R

3.00/1.30 189

166 0.96 189

1.00 0.83 189

1.00 189

189

CWA 190

CWA 360 190

CWI 90/180 190

CWI 1.01 0.60 190

MRB 1.60/0.80 196

MRB 0.60 196

MRB 300 196

S66 CWA 1.30

S66 CWA 130 0.90

S66 CWA 1.11

S66 CWA 180 0.96 0.60

S66 CWA 0.38

S66 CWA 300

S66 MRB

S66 MRB 0.38

control the lamp operating current, and a special electronic starting circuit. The electronic starting 

circuit applies a high voltage pulse across the lamp to initiate the arc. The pulse continues to fire 

at each half cycle until the arc is established, at which time it shuts off.

HIGH PRESSURE SODIUM
Ballast Data
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HIGH PRESSURE SODIUM

WATTAGE BALLAST
POWER 

DIAGRAM
- DROPOUT  

WATTAGE

CWA 90

CWA 160 1.00

CWA 180 1.00 1.30

CWA 1.10

CWA 0.90 300

CWA 360 310

CWI 90/180 300

CWI 1.60 300

MRB 1.80/0.90 310

MRB 310

MRB 310

310

CWA 90 1.80

CWA 0.89 1.00

CWA 180 0.90

CWA 0.80

CWA 360 0.90

MRB 380

MRB 0.90 0.30 380

CWA 90 3.30 3.80

CWA 1.80

CWA 180 1.60 1.90

CWA

CWA 1.10 1.36

CWA 360 1.00 0.60

CWI 90/180

CWI

CWI 330 0.68 0.93

MRB

MRB 1.80

MRB 180 1.10

600

S106 CWA 3.00

S106 CWA 110 3.00 3.30

S106 CWA 130

S106 CWA

S106 CWA 160 1.10

S106 CWA

S111 CWA 90 6.30 3.00

S111 CWA

S111 CWA 180 1.60

S111 CWA 3.00 3.10

S111 CWA

S111 CWA 360 0.90

1000

CWA 90 1100

CWA 3.80 1100

CWA 180 1100

CWA 1100

CWA 3.30 1.10 1100

CWA 360 1.60 0.90 1100
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HAZARD WARNING – USE OF METAL HALIDE LAMPS 

These lamps can cause serious skin burn and eye inflamation from 

ultraviolet radiation if the outer envelope of the lamp is broken or 

punctured and the arc-tube continues to operate. Do not use where 

people will remain for more than a few minutes unless adequate shield-

ing or other safety precautions are used. Certain types of lamps that 

will automatically extinguish when the outer envelope is broken are 

commercially available.  

 

Metal halide lamps are available in two varieties: PROBE START 

lamps, which rely on a high lamp current crest factor, a high ballast 

PULSE START lamps, which contain no starting electrode and rely on 

an ignitor in the ballast to initiate the arc. 

FEDERAL
 BALLAST 

LEGISLATION

HIGH INTENSITY DISCHARGE/METAL HALIDE BALLAST-DATA

WATTAGE
 

CODE
BALLAST 

POWER   
DIAGRAM

  DROPOUT   
WATTAGE

M110 R 190 0.68
M110 R 190
M110 M1
M110 M1
M110 M1 0.30
M110 M1
M98 R 190 90.00
M98 R 190 0.80
M98 M1 1.90/0.80 88
M98 M1 0.30 1.00 88
M98 M1 180 0.90 88
M98 M1 0.30 88

100

M90 R 190 118
M90 M1 130
M90 M1 0.66 0.66 130
M90 M1 180 1.30 130
M90 M1 1.00 130
M90 M1 0.30 0.30
M90 CWA

M1
M1 0.90
M1 180 0.80 1.80
M1

SCWA 189
SCWA 0.60 189
CWA 60 1.90 1.80
CWA 0.80 1.10
CWA 0.90
CWA 138 0.60 0.80
CWA
CWA
SCWA 60 1.10 1.80
SCWA
SCWA 0.93
SCWA 138 0.83 0.96
SCWA 0.30
SCWA
RLB M6 1.00
RLB M6
RLB M6 0.69
RLB M6 336 0.31

M136 SCWA 60
M136 SCWA
M136 SCWA
M136 SCWA 138 1.10
M136 SCWA
M136 SCWA
M136 RLB M6 138 0.60 0.90

CWA 60
CWA 1.30
CWA 1.10 1.30
CWA 138 1.00 1.10
CWA 0.80 0.90
CWA
CWI M3
CWI M3

M138 SCWA 60 1.90
M138 SCWA 1.10
M138 SCWA 0.96
M138 SCWA 138 1.10
M138 SCWA 180 0.98 300
M138 SCWA 0.60 0.60
M138 RLB M6 1.00
M138 RLB M6 1.38
M138 RLB M6 1.00
M138 RLB M6 0.80
M138 RLB M6 336 0.69

METAL HALIDE 
Ballast Data

The Energy Independence and Security Act (EISA) established ballast 

acuitybrandslighting.com/EISA
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Ballast Data - Metal Halide

Lithonia Lighting only accepts orders for indoor metal halide products 
that can use either ANSI Type-E (enclosed) or ANSI Type-S (suitable) 
rated lamps if those fixtures also have a tempered glass lens. This 
means all indoor metal halide products with open reflectors or with 

acrylic or polycarbonate lenses are only available with protected (pink) 
sockets. Though ocurrence of non-passive lamp rupture events is in-
frequent relative to the large installed base of open and plastic-lensed 
fixtures, and can be minimized by following the lamp manufacturers' 

Important Indoor Metal Halide Fixture Information

HIGH INTENSITY DISCHARGE/METAL HALIDE BALLAST-DATA

WATTAGE
ANSI  
CODE

BALLAST 
POWER  
FACTOR

WIRING  
DIAGRAM

REGULATION 
LINEV=LAMPW

MINIMUM  
STARTING AMBIENT

PRIMARY  
VOLTAGE

DROPOUT 
VOLTAGE

STARTING  
CURRENT

OPERATING 
CURRENT

OPEN CIRCUIT 
CURRENT

INPUT  
WATTAGE

320

M132 SCWA HPF M7 ±10%=±10% -40C/-40F 120 65 2.10 3.25 2.30 368
M132 SCWA HPF M7 ±10%=±10% -40C/-40F 208 115 1.20 1.90 1.15 368
M132 SCWA HPF M7 ±10%=±10% -40C/-40F 240 130 1.05 1.65 2.30 368
M132 SCWA HPF M7 ±10%=±10% -40C/-40F 277 150 0.90 1.40 1.00 368
M132 SCWA HPF M7 ±10%=±10% -40C/-40F 347 173 0.70 1.10 1.30 370
M132 SCWA HPF M7 ±10%=±10% -40C/-40F 480 280 0.45 0.85 1.00 368

350

M131 SCWA HPF M7 ±10%=±10% -40C/-40F 120 70 2.40 3.40 2.20 400
M131 SCWA HPF M7 ±10%=±10% -40C/-40F 208 120 1.40 2.00 1.30 400
M131 SCWA HPF M7 ±10%=±10% -40C/-40F 240 140 1.20 1.70 1.10 400
M131 SCWA HPF M7 ±10%=±10% -40C/-40F 277 160 1.05 1.50 1.00 400
M131 SCWA HPF M7 ±10%=±10% -40C/-40F 347 190 0.85 1.20 1.30 400
M131 SCWA HPF M7 ±10%=±10% -40C/-40F 480 240 0.60 0.90 1.00 400

400

M59 CWA HPF M2 ±10%=±10% -30C/-20F 120 60 3.50 4.00 3.00 458
M59 CWA HPF M2 ±10%=±10% -30C/-20F 208 104 2.00 2.30 1.75 458
M59 CWA HPF M2 ±10%=±10% -30C/-20F 240 120 1.75 2.00 1.50 458
M59 CWA HPF M2 ±10%=±10% -30C/-20F 277 138 1.50 1.75 1.30 458
M59 CWA HPF M2 ±10%=±10% -30C/-20F 347 175 1.20 1.40 1.35 460
M59 CWA HPF M2 ±10%=±10% -30C/-20F 480 240 0.90 1.00 0.90 462
M59 CWI HPF M3 ±10%=±10% -30C/-20F 120 60 1.30 4.20 4.10 465
M59 CWI HPF M3 ±10%=±10% -30C/-20F 208 104 0.75 2.45 2.40 465
M59 CWI HPF M3 ±10%=±10% -30C/-20F 240 120 0.65 2.10 2.05 465
M59 CWI HPF M3 ±10%=±10% -30C/-20F 277 138 0.60 1.70 1.80 462
M59 CWI HPF M3 ±10%=±10% -30C/-20F 347 174 0.50 1.35 1.45 462
M59 CWI HPF M3 ±10%=±10% -30C/-20F 480 165 0.38 1.00 1.05 465

M135 SCWA HPF M7 ±10%=±10% -40C/-40F 120 60 2.85 3.90 3.05 454
M135 SCWA HPF M7 ±10%=±10% -40C/-40F 208 105 1.65 2.25 1.85 454
M135 SCWA HPF M7 ±10%=±10% -40C/-40F 240 125 1.45 1.95 1.55 454
M135 SCWA HPF M7 ±10%=±10% -40C/-40F 277 140 1.25 1.70 1.40 454
M135 SCWA HPF M7 ±10%=±10% -40C/-40F 347 174 1.10 1.35 1.40 454
M135 SCWA HPF M7 ±10%=±10% -40C/-40F 480 280 0.75 1.00 0.95 454
M135 SCWI HPF M4 ±10%=±10% -40C/-40F 120 60 1.30 4.20 3.80 455
M135 SCWI HPF M4 ±10%=±10% -40C/-40F 208 104 0.75 2.40 2.20 455
M135 SCWI HPF M4 ±10%=±10% -40C/-40F 240 120 0.65 2.10 1.90 455
M135 RLB HPF M6 ±10%=±3% -40C/-40F 120 65 1.85 3.95 2.40 465
M135 RLB HPF M6 ±10%=±3% -40C/-40F 208 113 1.10 2.30 1.40 465
M135 RLB HPF M6 ±10%=±3% -40C/-40F 240 130 0.95 2.00 1.20 465
M135 RLB HPF M6 ±10%=±3% -40C/-40F 277 150 0.70 1.72 1.25 465
M135 RLB HPF M6 ±10%=±3% -40C/-40F 347 185 0.55 1.35 0.90 467
M135 RLB HPF M6 ±10%=±3% -40C/-40F 480 250 0.40 1.00 0.70 465

450

M144 SCWA HPF M7 ±10%=±10% -40C/-40F 120 75 3.20 4.40 3.76 510
M144 SCWA HPF M7 ±10%=±10% -40C/-40F 208 130 1.80 2.60 2.26 510
M144 SCWA HPF M7 ±10%=±10% -40C/-40F 240 150 1.60 2.20 1.90 510
M144 SCWA HPF M7 ±10%=±10% -40C/-40F 277 170 1.40 1.90 1.71 510
M144 SCWA HPF M7 ±10%=±10% -40C/-40F 347 220 1.10 1.50 0.90 505
M144 SCWA HPF M7 ±10%=±10% -40C/-40F 480 270 0.80 1.12 1.40 514
M144 RLB HPF M6 ±10%=±3% -40C/-40F 277 110 0.70 2.00 1.25 530

750

M149 SCWA HPF M7 ±10%=±10% -40C/-40F 120 70 5.20 7.10 5.15 825
M149 SCWA HPF M7 ±10%=±10% -40C/-40F 208 125 3.05 4.10 2.95 825
M149 SCWA HPF M7 ±10%=±10% -40C/-40F 240 145 2.35 3.55 2.55 825
M149 SCWA HPF M7 ±10%=±10% -40C/-40F 277 165 2.25 3.10 2.20 825
M149 SCWA HPF M7 ±10%=±10% -40C/-40F 347 230 1.80 2.50 1.70 820
M149 SCWA HPF M7 ±10%=±10% -40C/-40F 480 310 1.40 1.80 1.10 822

1000

M47 CWA HPF M2 ±10%=±10% -30C/-20F 120 84 7.80 9.00 5.65 1080
M47 CWA HPF M2 ±10%=±10% -30C/-20F 208 146 4.00 5.20 3.25 1080
M47 CWA HPF M2 ±10%=±10% -30C/-20F 240 168 3.70 4.50 2.80 1080
M47 CWA HPF M2 ±10%=±10% -30C/-20F 277 194 3.20 3.90 2.45 1080
M47 CWA HPF M2 ±10%=±10% -30C/-20F 347 243 2.50 3.20 1.80 1080
M47 CWA HPF M2 ±10%=±10% -30C/-20F 480 336 1.90 2.30 1.55 1080
M47 CWI HPF M3 ±10%=±10% -30C/-20F 208 125 1.65 5.30 3.25 1080
M47 CWI HPF M3 ±10%=±10% -30C/-20F 240 145 1.30 4.80 3.20 1080

M141 SCWA HPF M7 ±10%=±10% -30C/-20F 120 84 7.80 9.00 5.65 1080
M141 SCWA HPF M7 ±10%=±10% -30C/-20F 208 146 4.00 5.20 3.25 1080
M141 SCWA HPF M7 ±10%=±10% -30C/-20F 240 168 3.70 4.50 2.80 1080
M141 SCWA HPF M7 ±10%=±10% -30C/-20F 277 194 3.20 3.90 2.45 1080
M141 SCWA HPF M7 ±10%=±10% -30C/-20F 347 230 2.25 3.20 1.75 1075
M141 SCWA HPF M7 ±10%=±10% -30C/-20F 480 320 1.65 2.35 1.30 1080

1500

M48 CWA HPF M2 ±10%=±10% -30C/-20F 120 80 6.35 14.30 9.40 1615
M48 CWA HPF M2 ±10%=±10% -30C/-20F 208 140 3.65 8.30 5.40 1615
M48 CWA HPF M2 ±10%=±10% -30C/-20F 240 160 3.20 7.20 4.70 1615
M48 CWA HPF M2 ±10%=±10% -30C/-20F 277 185 2.75 6.20 4.05 1615
M48 CWA HPF M2 ±10%=±10% -30C/-20F 347 230 4.60 4.80 1.70 1615
M48 CWA HPF M2 ±10%=±10% -30C/-20F 480 320 2.00 3.50 2.30 1625

instructions, Lithonia Lighting recommends only two alternatives for 
indoor metal halide fixtures, including those currently installed:  
1. Use a product with a tempered glass lens.  
2. Use an open-rated lamp.
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BALLAST
AVAILABLE INPUT 

WATTAGE & VOLTAGE

MAXIMUM INPUT 

CURRENT
POWER FACTOR

REGULATION 

(+/- INPUT VOLTAGE = +/- LAMP WATTAGE)

INPUT WATTS 

LOSS

CREST 

FACTOR

Reactor
operating

Low

Autotransformer operating
Medium

Constant  Wattage 

Autotransformer 

(CWA)

Operating
Medium to 

Constant Wattage 

Isolated (CWI)
Operating

Medium to 

Magnetic 

Regulator (MRB)
Operating

HIGH PRESSURE SODIUM
Ballast Circuit Data
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BALLAST
AVAILABLE INPUT 

WATTAGE & VOLTAGE

MAXIMUM INPUT 

CURRENT
POWER FACTOR

REGULATION 

(+/- INPUT VOLTAGE = +/- LAMP WATTAGE)

INPUT WATTS 

LOSS

CREST 

FACTOR

Autotransformer 

(Pulse Start)

Medium

Constant  Wattage 

Autotransformer 

(CWA)

Operating
Medium to 

Super Constant 

Wattage 

Autotransformer 

(SCWA) (Pulse Start)

Operating
Medium to 

1.6

Constant Wattage 

Isolated (CWI)
Operating

Medium to 

Super Constant 

Wattage Isolated 

(SCWI) (Pulse Start)

Operating
Medium to 

1.6

Regulated Lag (RLB) 

(Pulse Start)
Operating 1.6

M1 M3

M6

Notes
Undergrounded power distribution systems may carry transient line voltages under 
fault conditions. Because high transients can cause premature ballast and lamp 

ungrounded systems.

The ballast serves for basic functions: 
1     Transforms the line voltage to the required lamp operating voltage.

3     Provides the open-circuit starting voltage characteristics required to start the lamp.

METAL HALIDE
Ballast Circuit Data
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FIRST DIGIT: DEGREE OF PROTECTION AGAINST SOLID OBJECTS SECOND DIGIT: DEGREE OF PROTECTION AGAINST WATER

1   Protected against water dripping vertically

3   Protected against water spraying at an angle of up to 60°

6   Protected against heavy seas or powerful  jets in harmful quantities

8   Protected against submersion. Suitable for continuous immersion in water

SP
EC

IA
L 

A
P

P
LI

CA
TI

O
N

S

Protection Against Moisture

UL and CSA define several levels of protection against moisture 

damage to a luminaire. These definitions describe the space in which 

the luminaire is intended to operate without damage to the electrical 

or mechanical components from the environment. These definitions 

cover pure water protection only, not damage protection from acidic 

or alkaline conditions.

-

ternational Protection” or IP to define the environmental protection 

system designates, by means of a two-digit number, the degree of 

Dry Location – A location not normally subject to dampness, but 

may include a location subject to temporary dampness as in the 

case of a building under construction, provided that ventilation is 

adequate to prevent an accumulation of moisture.

Damp Location – An exterior or interior location that is normally 

or periodically subject to condensation of moisture in, on, or adjacent 

to electrical equipment, and includes partially protected locations.

protection against ingress of dust and moisture. The first digit defines 

the level of protection against solid objects, while the second digit 

defines the level of protection against moisture. The higher the digit, 

the greater is the level of protection.

Wet Location – A location in which water may drip, splash, or 

flow on or against electrical equipment. A wet location fixture is 

constructed so that water cannot enter or accumulate in the wireway, 

lampholders or other electrical parts. Wet location does not mean 

hosedown. A rating for low-pressure (100psi) or high-pressure 

CLASS DIVISION GROUP

I GAS
1. Area where gases or vapors are normally present

A. Acetylene

C. Ethyl ether, etc.

D. Gasoline, natural gas, etc.

II DUST
1. Area where combustible dust is always present 

E. Metal dust 

 

1. Production areas 
Atmospheres containing wood, textile or synthetic fibers

to the release of flammable dusts, vapors or gases in explosive 

be classified and sets rules for the types of luminaires that may be 

Class I, Class II and Class III locations. 

All electrical equipment must be tested and listed (or approved) by 

class, division and group for use in each respective area. The hazard-

ous materials defined in each of these classifications are:  

Class III, Combustible fibers or flyings. Each class is subdivided into 

two divisions depending on the likelihood that the hazard will be 

present. Division 1 applies to an area where the hazardous condition 

is a potential for the hazardous condition to exist.

Each classification also is subdivided by groups representing the types 

of gas or dust that will or might be present. Gases fall into Groups A, 

for fibers or flyings.

Environmental Constraints

Lighting equipment must be chosen from the listing for the class, 

group and division of the hazardous material present in the areas 

where they are to be used. Improper application of a luminaire can 

result in fire or explosion, which could cause serious injury or death 

to the occupants. Classification of these areas within a plant must be 

made prior to selection of  the light source and luminaire type.

Ingress Protection



TECH
N

ICAL IN
FO

R
M

ATIO
N

793www.acuitybrands.comPSG10

SP
ECIA

L A
P

P
LICATIO

N
S

Sanitation is a critical part of the food processing industry. Because of 

this, a thorough cleaning and sanitizing program must be incorporat-

hot water and/or sanitation chemicals may approach 1000-psi nozzle 

pressure. Lighting fixtures must be designed and manufactured so 

as not to leak, corrode, harbor bacteria, or cause fires or electrical 

problems. Lamps must be protected so if they break, glass or other 

materials shall not contaminate the food production area.

-

lyze the physical design of, the specific properties of each substance 

used in the manufacture of, and the fabrication of the fixture. In 

manufacturing process as it relates to the listed product. 

There are three certifiable locations for equipment used in food 

two are applicable to lighting fixtures. These zones are defined in the 

independent, third-party certifier of products and systems for 

conformity with consensus and official regulations and specifications, 

that all materials, which could come in contact with food products, 

food processing and food handling areas, the equipment and the 

tests in their own laboratories.

NSF CERTIFICATION DESCRIPTION OF LOCATION/USE AND COMMENTARY TYPICAL LIGHTING APPLICATIONS

Areas where direct contact with food products during normal operations would not be expected. Equipment is located outside the normal wash-down area. 

There is a concern that the fixture will add contamination to the protected space or food product (i.e. cleanability – will the finish withstand cleaning, chip-

ping paint, deteriorating paints or finishes, lens impact resistance, lamp glass breakage, etc.)

damp process areas – no drip possibility. 

in the processing or cleaning procedures, may splash, spill or otherwise soil – either intentionally or inadvertently – the surface of the fixture.  Then there is 

the potential for dripping or draining onto other surfaces or even the process. Since these fixtures often are used in wash-down areas, a wet-location listing 

purging or decontamination used in the 

Areas where direct contact with food products is normally expected and surfaces from which the food may drip, drain, or splash back onto surfaces normally in 

contact with food. Equipment other than lighting fixtures typically require this certification (i.e. work tables, cutting boards, other direct contact equipment).

Category not typically used for lighting.

AIRBORNE PARTICLE SIZE/LIMITS

CLASS

English SI (ft) (m) (ft) (m) (ft) (m) (ft) (m) (ft) (m)

1 3 106 1 —

10 30 1,060 10 —

100 — 300 10,600 100 —

1,000 — — — 1,000

10,000 — — — 10,000

100,000 — — — 100,000

MAXIMUM CONCENTRATION LIMITS (PARTICLES/M3 OF AIR) 
FOR PARTICLES EQUAL TO AND LARGER THAN THE CONSIDERED SIZES BELOW

0.1 0.3 1.0 

ISO 1 10 — — — —

100 10 — —

ISO 3 1,000 8 —

10,000 —

100,000

ISO 6 1,000,000

— — —

ISO 8 — — —

ISO 9 — — —

ISO Classification 
Selected ISO airborne particulate cleanliness classes for cleanrooms and clean zones.

A cleanroom is a room in which the concentration of airborne 

particles is controlled to specified limits. These particles can be in 

the form of dust, spores, vapors, skin flakes, hair fragments etc. If 

present in a sensitive environment, they can destroy or severely alter 

products being manufactured. To keep contamination to a minimum, 

a cleanroom must be designed and constructed according to very 

strict guidelines, and the lighting fixtures selected need to maintain 

the integrity of the space. 

Cleanrooms are classified according to the number and size of par-

ticles found in a given cubic measure of space. Particle limits are set 

allowable number of particles of a given diameter per cubic area of 

measure, but differ in describing both the size particle and the area 

of concentration. Also different under each system are procedures 

for testing and measuring these environments, both initially and for 

ongoing conformance.   

into the cleanroom. Laminar airflow moves all air in a vertical or a 

horizontal pattern through the space. With vertical airflow, the entire 

moves in a vertical pattern through the ceiling, down to a raised, 

ducted floor, and back up through the outer walls. With horizontal 

laminar flow, the same principle is used with a horizontal pattern and 

filtered walls.

As the process in the cleanroom becomes less critical, greater quanti-

ties of particles may be present in the air without causing problems in 

the manufacturing process. Thus, the class of the cleanroom may be 

required for the activity to be performed. 

Cleanrooms
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 NOT ACCEPTABLE

Cloves

Acetates Coffee Methyl Salicyclate

Cosmoline Removers Methylamine

Acetic Anhydride Cresol Methylene Dichloride

Acetone Cyclohexane Mineral Oil

Acetonitrile Cyclohexanone

Acetophenone Cyclohexene

Acrylic paints Detergent Solution

Alcohol, Allyl Diacetone Alcohol

Alcohol, Amyl Diamyl Phthalate

Alcohol, Benzyl Dibutyl Sebacate 

Diethyl Ether

n-Octane

Dioctyl Sebacate Paint Removers

 Dioxane Paint Thinner 

Ether Perchlorethylene 

 Ethyl Acetate

Alcohol, n-butyl Ethyl Alcohol, Concentrated Phenois

Amyl Acetate Ethyl Bromide

Aniline Ethyl Butyrate

Ethylene Bromide Phthalates  

Bathroom Cleaners Ethylene Dibromide Pyridine

Benzaldehyde Ethylene Oxide (Moist) Soap Solution

Benzene Glass Cleaners

Benzoic Aldehyde Glycol

 Sodium Phosphate

Bromine Gas Sulfur Dioxide, Liquid 

Butanol Iron Perchloride

Butraldehyde Isoctane Sulfurous Acid, Concentrated

Butyl Acetyl Ricinoleate Isopropyl alcohol Tea

Butyl Stearate Lacquer Thinner

Carbolic Acid Lactic Acid Butyl Ester Toluene

Carbon Disulfide Mercury Chloride Transformer Oil

Carbon Disultide Meta-Cresol Trichloraethane

Cellulose Paints Trichloroacetic Acid

 Methanol, Concentrated Trichloroethylene

Chlorinated Solvents Methyl Benzoate Turpentine

Chlorine Gas Methyl Chloride Unleaded Gasoline

Chlorophenol Methyl Cycohexanol

Methyl Ethyl Ketone Xylene

Certain chemicals that may exist in end-user locations release airborne 

contaminants that can impact the integrity and safety of key fixture 

components that contain acrylic material. Immediate damage may 

occur such as crazing, cracking, permeation losses and mechanical 

failure. Products with visually noticeable deterioration have diminished 

integrity and must be replaced immediately with a more suitable 

product for the application.

The following tables identify the most common chemicals and is not 

Acceptable” will void all warranties associated with the product. Acrylic 

components should not be used in areas where these chemicals are 

used and where these chemicals become mists or airborne vapors. 

Ensure that chemical interactions are considered when selecting 

factory representative.

ACRYLIC ENVIRONMENTAL COMPATIBILITY
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Acrylic Environmental Compatibility 

The statements, technical information and recommendations obtained 

conditions and methods of use of the product and of the information 

referred to herein are beyond our control, Acuity Brands Lighting 

should thoroughly test any application before commercialization.

Consult factory where applicable. 

ACCEPTABLE

Glycerol

Ammonia-based Cleaners Potassium Permanganate

Ammonia Gas Potassium Sulfite

Kerosene

Lactic Acid Propylene

Ammonium Phosphate Metal Carbonates Pure-oil Paints

Metal Chlorides Silicone Oil

Anti-freeze Metal Sulfates

Beer Methane gas Soap Suds

Bleaching Powder Paste Milk Soda

Milk, Chocolate

Sodium Cyanide

Car Wash Detergent Motor Oil

Carbon Dioxide Gas

Carbon Monoxide Gas

Caustic Potash

Chlorine Based Cleaners Stearic Acid

Olefric Carbolic Acids Sulfur Dioxide, Dry Gas

Oleic Acid

Coffee Olive Oil

Cooking Oil

Cottonseed Oil Oxygen Gas

Diethylene Glycol Ozone Gas Tricresyl Phosphate

Epoxy Adhesives Paraffin, Medicinal Triethyl Amine

Pepper, Cinnamon, Onions

Ethylene Glycol E  Water, Mineral Water

Ethylene Oxide (Dry) Photographic Baths Wax Polish

Polishing Compounds White Spirit

Potassium Chlorate Whitewash

Potassium Cyanide Wine

ACRYLIC ENVIRONMENTAL COMPATIBILITY
Acceptable



TE
CH

N
IC

A
L 

IN
FO

R
M

AT
IO

N

PSG10www.acuitybrands.com796

A
R

CH
IT

EC
TU

R
A

L 
CO

LO
R

S Polyester Powder Coatings

DSPH P80 

TEXTURED 

Light Red 

DSPD  

TEXTURED 

Dark Grey

DSPF  

TEXTURED 

Rust

DBNH               

TEXTURED 

Bronze

DSPE  

TEXTURED 

Green

DDBT P88 

TEXTURED 

Dark Bronze

DWHG  

TEXTURED 

White

DSPG P81 

TEXTURED 

Dark Red

DSPJ  

TEXTURED 

Light Gray

DSST P90 

TEXTURED 

Sandstone

DSB  

LITHONIA 

Steel Blue 

DWH  

LITHONIA 

White

DGC  

LITHONIA 

Charcoal Gray

DMB                P11 

LITHONIA 

Medium Bronze

DNA  

LITHONIA 

DDB  

LITHONIA 

Dark Bronze

DBL P13 

LITHONIA 

Black

DTG P33 

LITHONIA 

Tennis Green

DBR  

LITHONIA 

Bright Red

Notes
These colors were reproduced to give a representative sample of finished product 
color.  Some colors, however, may vary slightly from actual appearance due to 
printing variations and limitations.  Please always contact a Lithonia Lighting 
representative for an accurate paint chip sample.

LITHONIA STANDARD COLORS

colors to choose from, you are sure to find a color that will fit your aesthetic 

criteria.  This broad selection offers both smooth and textured finishes.

Current powder coating technology provides polyester-based compound 

combining the flexibility, impact resistance and corrosion protection of epoxies 

with the weather resiliency normally associated with brittle acrylics.

finishes such as mattes or metallics will be considered custom-blended colors. 

Additionally, Lithonia Lighting can match any custom color to a sample paint 

chip.  A sample of the custom-blended finish will be provided by Lithonia for 

final approval.  Lead times for these colors will be extended due to the custom 

match and approval process. 

any of the colors indicated in this chart, simply add the Lithonia Lighting 

nomenclature or RAL number (i.e. RAL 3016) to your fixture nomenclature.

DBLB  

TEXTURED 

Black

DSS  

LITHONIA 

Sandstone

DNAT P89 

TEXTURED 

ARCHITECTURAL COLORS
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DBLJ  

 

Graphite Grey

DBLK  

 

Granite Grey

DMCV PUW  

 

Pale Brown

DMCW PUX 

 

Terra Brown

DCRB PRM 

RAL 9001 

Cream

DWHD PRD 

 

Grey White

DCRK PWK 

RAL 9003 

Signal White

DBLC  

 

Signal Black

DBLA   

 

Jet Black

DMB P11 

LITHONIA 

Medium Bronze

DMCU  

 

Beige Brown

DMCT PUU 

 

Orange Brown

DBLM  

 

Black Brown

DDB  

LITHONIA 

Dark Bronze

DBNM PTX 

 

Chestnut Brown

DBNX   

RAL 8016 

Mahogany Brown

DBNB  

 

Chocolate Brown

DBLL  

RAL 8019 

Grey Brown

DBNE PTS 

 

Sepia Brown

DBNW  

 

Red Brown

DBNV                                  

RAL 8011 

DBNU  

RAL 8008 

Olive Brown

DBNQ  

 

Signal Brown

DBNR   

RAL 8003 

Clay Brown

DBNS  

 

Copper Brown

DBNT  

 

DBNP  

RAL 8001 

Ochre Brown

DBNN  

RAL 8000 

Green Brown

DCGJ PLZ 

 

DCPT  

 

DSPA PUR 

 

Traffic Grey A

DCGL   

 

Traffic Grey

DCRH PRU 

 

Silk Grey

DCPS PC6 

 

Telegrey 1

DGYG PTE 

 

Window Grey

DBNL PTW 

 

DMCS PUT 

 

Agate Grey

DMCR  

 

Dusty Grey

DCRP PWC 

 

DGYL  

 

Light Grey

DGYB PSX 

 

Platinum Grey

DNA  

LITHONIA 

DMCQ PUS 

 

Cement Grey

DCRN PGE 

 

Pebble Grey

DMCP PUR 

 

Blue Grey

DBNK PBL 

 

Stone Grey

DGC  

LITHONIA 

Charcoal Gray

DCRL  

RAL 9018 

Papyrus White

DBLE  

 

Traffic Black

DBLD  

RAL 9011 

Graphite Black

DBL P13 

LITHONIA 

Black

DCRW PWB 

RAL 9016 

Traffic White

DWH  

LITHONIA 

White

DCRJ PZG 

RAL 9010 

Pure White

DSPF  

TEXTURED 

Rust

DBNH  

TEXTURED 

Bronze

DSPD  

TEXTURED 

Dark Grey

DBLG  

 

Anthracite Grey

DBLH  

 

Black Grey

DBNF PTT 

 

Umbra Grey

DMCN  

 

Concrete Grey

LITHONIA STANDARD COLORS
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DCRT PWP 

RAL 1000 

Green Beige

DCRU  

RAL 1001 

Beige

DCRV PWR 

 

DYLC  

RAL 1003 

DYLD  

 

DYLE PWW 

 

DYLF PWX 

RAL 1006 

DYLA PRW 

 

DCRW PWS 

RAL 1011 

Brown Beige

DYLG  

 

DSRG PWS 

RAL 1013 

Oyster White

DCRH PWU 

 

Light Ivory

DYLH PWZ 

RAL 1016 

DORB PXC 

 

DYLJ PXA 

RAL 1018 

DBNJ  

RAL 1019 

Grey Beige

DCRQ PWL 

 

DYLB PRX 

 

DYLK PPC 

 

DCRR PWM 

 

DCRS  

 

Curry

DORC PXD 

 

DYLL PXR 

 

DORD PXE 

RAL 1033 

DORE       

 

DORK  

 

DORF PXG 

 

DRDF  

 

Red Orange

DRDG PXR 

 

DORH PXJ  

 

Pastel Orange

DRDH  

 

Pure Orange

DORJ PXK 

 

Bright Red Orange 

DORG PC1 

 

Traffic Orange

DORT PXL 

 

Signal Orange

DORL PXM 

 

Deep Orange 

DORM PXU 

 

Salmon Orange

DRDC                                    

RAL 3001  

Signal Red

DRDM  

RAL 3011 

Brown Red

DRND  PXT 

 

Beige Red

DRDP PXU 

RAL 3013 

Tomato Red

DRDQ  

 

Antique Pink

DRDR PXW 

 

Light Pink

DRDS  

RAL 3016 

Coral Red

DRDT  

 

Rose

DRDU  

RAL 3018 

Strawberry Red

DPUA PMD 

 

DPUF PUA 

 

Blue Lilac

DPUJ PUD 

 

Traffic Purple

DPUB PME 

 

DPUG PUB 

 

DPUH PUC 

 

DBRX  

 

Telemagenta

DBUE  

 

DBRW                                 PC3  

 

Carmine Red

DRDJ PXS  

RAL 3003  

Ruby Red 

DRDK PPS 

 

Purple Red

DRDD  

 

Wine Red

DRDE PSE 

 

Black Red

DRDL PGB 

RAL 3009 

Oxide Red

DBR  

LITHONIA 

Bright Red

DSPH P80 

TEXTURED 

Light Red 

DORN PXP 

 

Traffic Red

DRDV  

 

Salmon Pink

DRDW  

 

Raspberry Red

DRDX  

RAL 3031 

Orient Red

DPUC  

 

Red Lilac

DPUD  

 

DPUE  

 

DSPG P81 

TEXTURED 

Dark Red

LITHONIA STANDARD COLORS

DSS  

LITHONIA 

Sandstone

DCRX PWT 

 

Ivory

DRDB PSG 

RAL 3000  
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DBUB PSM 

 

Gentian Blue

DBUN  

 

Steel Blue

DBUP PD3 

 

Light Blue

DBUQ  

 

Cobalt Blue

DBUR                                   

 

Pigeon Blue

DBUS   

 

Sky Bluey

DBUV PMC 

 

Traffic Blue

DGRJ  PGZ 

 

Turquoise Blue

DMCA   

RAL 6016 

Turquoise Green

DMCB PUE 

 

May Green

DMCC  

RAL 6018 

DMCD PUG 

RAL 6019 

Pastel Green

DMCE  

 

Chrome Green

DGRC  

 

Pale Green

DMCF  

 

Olive Drab

DMCG                                  PUJ 

 

Traffic Green

DMCH PUK 

 

DMCJ PUL 

 

Opal Green

DMCK PUM 

 

Light Green

DGRE PGW 

 

Pine Green

DMCL  

 

Mint Green

DMCM PUP 

 

Signal Green

DGAN PD1 

RAL 6033 

Mint Turquoise

DBUW  

 

Pastel Turquoise

DGRN PMW 

 

Leaf Green

DGRP  

RAL 6003 

Olive Green

DGRF PGL 

 

Blue Green

DGYR PC8 

 

Moss Green

DTG P33 

LITHONIA 

Tennis Green

DGRS                                   PD9 

RAL 6008 

Brown Green

DGRR                                  PD8 

 

Bottle Green

DGRQ  

RAL 6006 

Gray Green

DBUD PSP 

 

Capri Blue

DGRL PKZ 

 

Ocean Blue

DGRK PGK 

 

Water Blue

DDBB PC9 

 

Distant Blue

DBUU PML 

 

Pastel Blue

DGRD PGG 

RAL 6000 

Patina Green

DGRM PD6 

RAL 6001 

Emerald Green

DBUT  

 

DGYT PAJ 

 

Khaki Grey

DBND PTR 

 

Green Grey

DGYU  

 

Tarpaulin Grey

DGYV  

 

Iron Grey

DGYW  

 

Basalt Grey

DSB  

LITHONIA 

Steel Blue 

DBLF  

 

Slate Grey

DGYX  

 

Brown Grey

DBUH PXZ 

 

Black Blue

DBUJ PLD 

 

Signal Blue

DBUK  

 

Brilliant Blue

DBUL  

 

Grey Blue

DBUM  

 

Azure Blue

DBUA PSL 

 

Sapphire Blue

DBUF PX1 

 

Green Blue

DBUG  

 

Ultramarine Blue

DGRG PKA 

RAL 6009 

DGRT                                    PE1 

RAL 6010 

Grass Green

DGRU               RAL 6011 

Reseda Green

DGRV                                   PE3 

RAL 6013 

Reed Green

DGRW  

 

DGRX  

 

Black Olive

DGRH PKM 

 

Black Green

DSPE  

TEXTURED 

Green

DGYN  

 

Squirrel Grey

DGYM PGR 

 

Silver Grey

DGYP  

 

Olive Grey

DGYQ PE6 

 

Moss Grey

DCGK PGX 

 

Signal Grey

DGYC                                    PSZ 

 

Mouse Grey

DGYS                                     

 

Beige Grey

DSPJ  

TEXTURED 

Light Gray

LITHONIA STANDARD COLORS
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170S floodlighting, specification  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  565

20PM3 recessed parabolic lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . 40

2100 floodlighting.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  671

2AV recessed direct/indirect, side-mount diffuser . . . . . . . . . . . . . . . . . . . . 25

2PM2 recessed parabolic lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 39

2PM3 recessed parabolic lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 38

2PM3N recessed parabolic lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . 36

2PM4 recessed parabolic lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 39

2RT5 CAS recessed volumetric lighting, air return  . . . . . . . . . . . . . . . . . . . 16

2RT5 recessed volumetric lighting  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 14

2RT5B recessed volumetric lighting   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 19

2RT5R recessed relight volumetric lighting . . . . . . . . . . . . . . . . . . . . . . . 21

2RT8B recessed volumetric lighting   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 20

2UC wall & undercabinet mount . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 59

3110 bollards . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 693

3120 bollards . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 693

3130 bollards . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 693

3140 bollards . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 693

4409 BM fountain & reflecting pool fixtures  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  704

4413 BM fountain & reflecting pool fixtures  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  704

4415 BM/YM fountain & reflecting pool fixtures . . . . . . . . . . . . . . . . . . . 704

4415 NM fountain & reflecting pool fixtures  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  703

4424 BM/YM fountain & reflecting pool fixtures . . . . . . . . . . . . . . . . . . . 702

4424 NM fountain & reflecting pool fixtures  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  703

4425 NM SWM swimming pool fixtures . . . . . . . . . . . . . . . . . . . . . . . 705

4426 fountain & reflecting pool fixtures, LED BM . . . . . . . . . . . . . . . . . . . 700

4426 fountain & reflecting pool fixtures, LED NM . . . . . . . . . . . . . . . . . . . 701

4427 BM/YM fountain & reflecting pool fixtures . . . . . . . . . . . . . . . . . . . 702

4427 NM SWM swimming pool fixtures . . . . . . . . . . . . . . . . . . . . . . . 705

4451 step & border, step lights  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 686

4452 step & border, step lights  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 686

4453 step & border, step lights  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 686

4454 step & border, step lights  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 687

4456 step & border, step lights  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 687

4462 step & border, step lights  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 688

4511 landscape accent lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 678

4516 landscape accent lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 678

4519 landscape accent lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 679

4521 landscape accent lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 679

4524 landscape accent lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 680

4525 landscape accent lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 680

4529 landscape accent lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 681

4610 landscape accent lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 681

4620 landscape accent lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 681

4630 landscape accent lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 682

4640 landscape accent lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 682

4650 landscape accent lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 683

4709 landscape accent lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 684

4720 landscape accent lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 685

4740 floodlighting, compact fluorescent   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  672

4750 linear floodlighting  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  673

4760 site & area lighting, canopy & parking garage.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  699

4798 linear floodlighting, accent light . . . . . . . . . . . . . . . . . . . . . . . . . 674

4799 linear floodlighting, accent light . . . . . . . . . . . . . . . . . . . . . . . . . 674

4800 BM/YM fountain & reflecting pool fixtures . . . . . . . . . . . . . . . . . . . 702

4800 NM fountain & reflecting pool fixtures  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  703

4800 NM SWM swimming pool fixtures . . . . . . . . . . . . . . . . . . . . . . . 705

55 floodlighting, specification . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 567

6700 sealed in-grade  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 653

7000 floodlighting.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  660

7000 series accessories, floodlighting   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  664

7100 floodlighting.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  661

7200 floodlighting, 1000W max.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  663

7200 floodlighting, 400W max. . . . . . . . . . . . . . . . . . . . . . . . . . . . . 662

8100 accessories, floodlighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 668

8100 floodlighting.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  665
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820 modular systems  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 503-507

8200 accessories, floodlighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . 668

8200 floodlighting.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  667

9310 in-grade well lights  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 656

9330 in-grade well lights  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 657

9335 in-grade well lights  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 657

9350 in-grade well lights  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 658

9360DO in-grade well lights  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  659

95 floodlighting, specification . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 566

9PMO recessed parabolic lighting   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 35

A incandescent downlighting, open  . . . . . . . . . . . . . . . . . . . . . . . . . . 252

Accessories, lighting controls system . . . . . . . . . . . . . . . . . . . . . . . . . 745

Accessories, underwater, Hydrel . . . . . . . . . . . . . . . . . . . . . . . . . . 706-707

ACORN ceiling mount, mini-pendants . . . . . . . . . . . . . . . . . . . . . . . . . 379

Acrylic environmental compatibility tables . . . . . . . . . . . . . . . . . . . . . 794-795

ACRYLUME high bay, acrylic reflectors  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 402, 410

ACRYLUME low bay, acrylic reflectors . . . . . . . . . . . . . . . 415-416, 421, 424- 425

ACRYLUME parking garage & canopy, specification . . . . . . . . . . . . . . . . . . 560

AERIS area lighting   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  520

AERIS bollards . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 537

AERIS floodlighting  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  563

AERIS wall mounted . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 542

AERO pendant  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 190

AF compact fluorescent downlighting, cross baffle  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  232

AF compact fluorescent downlighting, open . . . . . . . . . . . . . . . . . . . . 230-231

AF low bay industrials, heavy-duty   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 76

AFFINITY emergency lighting units, architectural  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  452
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AFP low bay industrials, heavy-duty.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 76

AFV compact fluorescent downlighting, open . . . . . . . . . . . . . . . . . . . . . 229

AFVW compact fluorescent downlighting, wallwash   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  229

AFW compact fluorescent downlighting, wallwash  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 230-231

AFZ compact fluorescent low-profile downlighting, cross baffle   .  .  .  .  .  .  .  .  .  .  .  233

AFZW compact fluorescent low-profile downlighting, cross baffle, wallwash . . . . . 233

AH HID downlighting, open . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 247

AHW HID downlighting, wallwash . . . . . . . . . . . . . . . . . . . . . . . . . . . 247

AHZ HID low-profile downlighting, open  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  248

Aluminum brackets for poles.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  614

Aluminum poles . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 598-605

ALX LED area lighting, architectural . . . . . . . . . . . . . . . . . . . . . . . . . . 523

Angle iron crossarms for concrete or wood poles  . . . . . . . . . . . . . . . . . . . 610
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Angle iron crossarms for steel poles . . . . . . . . . . . . . . . . . . . . . . . . . . 597

APR incandescent downlighting, open   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  254

APRH HID downlighting, open  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  249

AQL induction downlighting, open  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  237

Architectural colors guide  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 796-799

ARTISTEN ceiling mount, linear design  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  387

AS area lighting, architectural . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 520

ASB bollards, architectural   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  537

ASF floodlighting, architectural  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 563

AST area lighting, architectural  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  520

ASW wall mounted, architectural  . . . . . . . . . . . . . . . . . . . . . . . . . . . 542

ATH HID downlighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 246

AURORA recessed . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 204

AV recessed direct/indirect  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22-23

AV recessed direct/indirect, asymmetric . . . . . . . . . . . . . . . . . . . . . . . . . 24

AVANTE recessed lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22-27

AVS wall sconces  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 27

AVSM surface suspended direct/indirect  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 26

AW incandescent downlighting, wallwash . . . . . . . . . . . . . . . . . . . . . . . 252

AW surface commercial wraparounds . . . . . . . . . . . . . . . . . . . . . . . . . . 50

AZ incandescent low-profile downlighting, open   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  253

AZW incandescent low-profile downlighting, wallwash . . . . . . . . . . . . . . . . 253

BIFOCAL recessed . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 214

BLUE BOX LT series, lighting controls system . . . . . . . . . . . . . . . . . . . . . 742

BOBBIE ceiling mount, flush . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 381

BRISTOL luminaires, contemporary  . . . . . . . . . . . . . . . . . . . . . . . . . . 625

BRUNO pendant  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 162

BRUNO wall  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 163

Bug ratings.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  777

Building mounted, Contractor Select stock   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  556

C HID cylinders, open  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 302

C striplights, general purpose  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 69

CA incandescent cylinders, open   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  305

CA incandescent cylinders, open, PAR38  . . . . . . . . . . . . . . . . . . . . . . . 304

CA surface commercial wraparounds  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 51

Cabinet lighting, linkable accessories  . . . . . . . . . . . . . . . . . . . . . . . . . 391

CAL incandescent lensed cylinders, wet location  . . . . . . . . . . . . . . . . . . . 306

CAMBRIDGE ceiling mount, linear design . . . . . . . . . . . . . . . . . . . . . . . 388

CANDEO compact fluorescent Elevations, decorative pendant . . . . . . . . . . . 287-288

CANDEO decorative downlighting . . . . . . . . . . . . . . . . . . . . . . . . . 238,240

CB surface commercial wraparounds  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 53

CD modular systems, 820 circuit distributor.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  503

CE HID lensed cylinders, wet location . . . . . . . . . . . . . . . . . . . . . . . . . 303

CE modular systems, 820 cable extender  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  504

Ceiling mount utility, Contractor Select stock  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  557

CERRA 10 pendant . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 177

CERRA 7 pendant  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  176

CERRA ID pendant . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 178

CERRA wall   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  179

CF compact fluorescent cylinders, open . . . . . . . . . . . . . . . . . . . . . . . . 299

CFL compact fluorescent lensed cylinders, wet location . . . . . . . . . . . . . . . . 301

CFV compact fluorescent cylinders, open . . . . . . . . . . . . . . . . . . . . . . . 297

CFVL compact fluorescent lensed cylinders, wet location . . . . . . . . . . . . . . . 298

CFZ compact fluorescent cross baffle cylinders, open   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  300

CIRRUS ceiling mount, linear design   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  384

Class Pack high-performance lighting summary . . . . . . . . . . . . . . . . . . . . . 12

CLASSIC ROUND pendant, LD6 . . . . . . . . . . . . . . . . . . . . . . . . . . . . 186

CLASSIC ROUND pendant, LD9 . . . . . . . . . . . . . . . . . . . . . . . . . . . . 187

CLASSMATE surface commercial wraparounds  . . . . . . . . . . . . . . . . . . . . . 56

Cleanroom, special application information  . . . . . . . . . . . . . . . . . . . . . . 793

CLM surface commercial wraparounds  . . . . . . . . . . . . . . . . . . . . . . . . . 56

CNAT recessed narrow aperture . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28

Compact fluorescent lamp & ballast data   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  779

Concrete poles . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 608-609

Contemporary arms  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 626

Contemporary luminaires  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  624

Contemporary poles . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 627

Contemporary wall brackets . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 626

CONTEMPORARY wall mount, vanities  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  393

CONTOUR area lighting  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 534-535

CONTOUR floodlighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 570-573

CONTOUR wall mounted . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 551-552

CONTRAIL pendant, linear . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 154

CONTRAIL pendant/surface, parallels  . . . . . . . . . . . . . . . . . . . . . . . . . 155

CQ incandescent cylinders, quartz lamp . . . . . . . . . . . . . . . . . . . . . . . . 307

CRR recessed strip lighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 78

CRRS recessed strip lighting  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 78

CS surface commercial wraparounds  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 55

CSU modular systems, 820 circuit selector unit . . . . . . . . . . . . . . . . . . . . 507

Curved-basket wraps, surface commercials, Contractor Select stock  .  .  .  .  .  .  .  .  .  . 57

Custom signage, exit signs, specialty  . . . . . . . . . . . . . . . . . . . . . . . . . 450

CWU incandescent cylinders, uplighting/downlighting  . . . . . . . . . . . . . . . . 309

CYLINDER wall mount, vanities  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 392

D self-luminous exit signs, specialty   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  449

DATUM panel recessed   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  209

DATUM recessed.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  209

Daylighting controls sensors.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 736-737
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DBS power products, distribution box secondary for raised floor . . . . . . . . . . . 515

DC modular systems, 820 drop cable  . . . . . . . . . . . . . . . . . . . . . . . . . 506

DECORA style faceplate  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  764
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Designer acrylic ceiling mount, linear design  . . . . . . . . . . . . . . . . . . . . . 388

DISK ceiling mount, flush  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 383

DLV low-voltage accent, directional . . . . . . . . . . . . . . . . . . . . . . . . . . 268

DLV low-voltage accent, wallwash . . . . . . . . . . . . . . . . . . . . . . . . . . . 267

DLV low-voltage downlighting   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  266

DLW incandescent accent, lensed wallwash . . . . . . . . . . . . . . . . . . . . . . 265

DLWF compact fluorescent accent, lensed wallwash  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  259

DLWH HID accent, lensed wallwash . . . . . . . . . . . . . . . . . . . . . . . . . . 261

DLWTH HID accent, lensed wallwash . . . . . . . . . . . . . . . . . . . . . . . . . 262

DMS damp & wet location industrial, enclosed steel  . . . . . . . . . . . . . . . . . 119

DMSW damp & wet location industrial, enclosed steel . . . . . . . . . . . . . . . . 119

DMW damp & wet location industrial, enclosed fiberglass  . . . . . . . . . . . . . . 118

DOM6 LED 6" downlighting   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  319

DOM8 LED 8" downlighting   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  318

DP incandescent accent, directional . . . . . . . . . . . . . . . . . . . . . . . . . . 264

DPH HID accent, directional . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 260
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DSA FP wallbox dimmers, faceplate   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  764

DSA loading dock & trailer lighting . . . . . . . . . . . . . . . . . . . . . . . . . . 135

DSD wallbox dimmers . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 764

DTH HID accent, directional . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 263

DUET specialty . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 223

DURABAY glass high bay, glass reflectors . . . . . . . . . . . . . . . . . . 408-409, 414

EAC 3FT central inverter systems . . . . . . . . . . . . . . . . . . . . . . . . . . . 473

EAC FT central inverter systems . . . . . . . . . . . . . . . . . . . . . . . . . . . . 473

EAC FTT central inverter systems . . . . . . . . . . . . . . . . . . . . . . . . . . . 473

EAC ISS central inverter systems . . . . . . . . . . . . . . . . . . . . . . . . . . . 472

ECOS LED downlighting . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 227-228

ECSR LED downlighting, open  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  227

ECSRW LED downlighting, open wallwash . . . . . . . . . . . . . . . . . . . . . . 228

EDG edge-lit exit signs, specification . . . . . . . . . . . . . . . . . . . . . . . . . 444

EFS food processing, enclosed aluminum.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  117

EFT food processing, tubular  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  116

EIS food processing, enclosed aluminum . . . . . . . . . . . . . . . . . . . . . . . 117

EJ low bay industrials, heavy-duty.  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 73
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PDRGH decorative HID downlighting, semi-recessed . . . . . . . . . . . . . . . . . 244

PDTF decorative downlighting, turbo baffle . . . . . . . . . . . . . . . . . . . . . . 242
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Power Packs & Slave Packs  . . . . . . . . . . . . . . . . . . . . . . . . . . . . 734-735
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Sustainable business practices are fundamental to the op-

eration and success of Acuity Brands. We define “sustain-

ability” as conducting our business balancing economic, 

environmental and social objectives in ways most likely 

to create long-term value without taxing the resources on 

which we depend.

Sustainability: The Acuity Brands commitment to envi-

ronmental sustainability begins in our own operations. Our 

Sustainable Operations Council includes representatives from 

all of our North American facilities with the goal to achieve 

year-over-year reductions in our use of natural resources. 

Some specific examples of our accomplishments include: 

reclaiming water for this process at three facilities.

corporate recycling and green procurement standards. Our 

aluminum recycling is contributed to community projects.

 

Delivering Lighting that is Good 
for People and the Environment

Products: Our product brands have a rich history of 

focusing on lighting solutions that provide real energy 

lighting to high-efficiency T5 fluorescent and compact 

fluorescent, we advance new technologies in lighting.  
 

Packaging:  We have worked with various customers 

to reduce packing and waste on construction sites. We 

have reduced packaging size, which increases the density 

of shipments to job sites. Our design teams carefully eval-

uate the types of materials used for packaging. We also 

have developed shipping systems that minimize waste 

and can be returned and reused for future shipments. 

Industry Leadership: We provide a variety of tools 

and services to promote green building. From energy 

services, Acuity Brands understands the requirements for 

sustainable buildings.

We continue to be an industry leader in the development 

of outdoor lighting guidelines for communities to reduce 

light pollution.  

 

Our employees are directly involved with industry groups working to establish energy and environmental stan-

dards, such as the ASHRAE/ IESNA Standard 90.1, US Green Building Council, Consortium for Energy Efficiency, 

Clinton Climate Initiative, Next Generation Lighting Industry Alliance and ENERGY STAR® programs. 

 www.acuitybrands.com/sustainability






