
Working with 
Data Loggers



Data Logger Loaner Program

ωIn order to loan loggers from Sensor Switch, please 
visit www.sensorswitch.com/datalogger/then fill out 
and submit the provided form.

ωDepending on the demand at any given time, it may 
take anywhere from 1-4 weeks to receive your order 
(wait time increases with orders of multiple cases).

ωA notification will be sent once cases are ready to be 
shipped. A tracking number is available upon request.

http://www.sensorswitch.com/datalogger/


Opening Your Case

ωEach case contains the following:
- 45x loggers
- 1x Standard B USB cable
- 1x USB Flash Drive

ωThe flash drive will contain:
- Software Suite Installer
- Data Logger Monitoring Form
- Data Logger Installation Guide
- Comprehensive Software Suite Quick Start Guide



Installing The Software Suite

ωEnsure the computer you wish to install the 
software on is running Windows, version XP 
or higher (currently no Mac OS support) and 
insert the flash drive into a USB port.

ωDouble-ŎƭƛŎƪ ƛƴǎǘŀƭƭŜǊ ŀƴŘ ƭŜǘ ƛǘ ǊǳƴΧ ǘƘƛǎ ǿƛƭƭ 
only take a matter of seconds to complete.



Registering Your Account

ωLƴ ƻǊŘŜǊ ǘƻ ǳǘƛƭƛȊŜ ƻǳǊ ǎƻŦǘǿŀǊŜ ǎǳƛǘŜΣ ȅƻǳΩƭƭ ƴŜŜŘ ŀ {ŜƴǎƻǊ {ǿƛǘŎƘ 
5ŀǘŀ [ƻƎƎŜǊ ŀŎŎƻǳƴǘΦ  /ƭƛŎƪ ǘƘŜ άRegisterέ ōǳǘǘƻƴ ŦǊƻƳ ǘƘŜ Ƴŀƛƴ 
Data Logger Software Suite page.

ωThis brings you to a website.
Fill the basic form out 
completely.  Once registered,
you canlog in and utilize the 
software suite, which will 
come into play after your 
loggers collect data.



The Data Logger Device 

ω Electronically calibrates to electronic and 
magnetic fluorescent or incandescent 
lights

ω Records lights-on events

ω Records occupancy

ω Small Motion 360º lens

ω Provides ~12ft radial coverage when 
mounted to a standard 9 ft ceiling

ω 8-15ft mounting heights provide 10-20 ft 
of radial coverage



Data Logger Installation

1.Use a pin, or paperclip, to depress the 
recessed button on your logger for ~10 
seconds, until the green LED flashes 
ǊŀǇƛŘƭȅΧ ǘƘƛǎ ǘǳǊƴǎ ǘƘŜ ƭƻƎƎŜǊ hbΦ

2. Immediately after the LED flashes, 
press the same button three times in a 
ǊƻǿΧ ǘƘƛǎ ōŜƎƛƴǎ ƛƴǘŜǊƴŀƭ ŘƛŀƎƴƻǎǘƛŎǎ \
calibration of the device, indicated by 
the alternating flashes of the orange 
and green LED lights. When calibrating, 
ǘƘŜ [ƻƎƎŜǊ ƛǎ άƭƻŎƪƛƴƎέ ƻƴ ǘƻ ŀ ƭƛƎƘǘ 
source to track. This may take anywhere 
between 30-180 seconds.



Data Logger Installation

3. With your logger calibrating, peel the backing from the adhesive 
strip and stick the device to the ceiling in your desired location.



Data Logger Installation

пΦ .Ŝ ǎǳǊŜ ǘƻ ǿǊƛǘŜ Řƻǿƴ ŜŀŎƘ ƭƻƎƎŜǊΩǎ ǎŜǊƛŀƭ ƴǳƳōŜǊ !b5 ƭƻŎŀǘƛƻƴ ƻƴ ǘƘŜ 5ŀǘŀ 
Logger Monitoring Form included on your USB flash drive.  This ensures you 
have the necessary data to compile a report when you take the loggers down.


