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Northeast Region
Made-to-Order Series

Series Lamp Type Distribution Shielding2 Voltage Ballast Configuration Ballast

IBZ Lamp Installed:1

454L 4-lamp 54W T5HO
654L 6-lamp 54W T5HO
854L 8-lamp 54W T5HO
Unlamped:
454 4-lamp 54W T5HO
654 6-lamp 54W T5HO
854 8-lamp 54W T5HO

(blank) Narrow 
distribution, 
≤5% uplight

WD Wide 
distribution, 
≤5% uplight

(blank) No 
shielding

ACL3 Clear 
acrylic, 
0.125"

(blank) MVOLT
HVOLT 347V-480V

(blank) Standard configuration
4-lamp(1) 4-lamp ballast
6-lamp(1) 2-lamp and (1) 

4-lamp ballast
8-lamp(2) 4-lamp ballasts

(blank) T5 electronic 1.0 BF, 
programmed rapid start

GEB10PS90 T5 electronic 1.0 BF, 
programmed rapid start

Lamp Color1, 4 Options

(blank) F54T5HO/841
P850E49 F54T5HO/850

CS1W Straight plug, 120V
CS11W Twist-lock, 277V
CS93W 600 S0 white cord, no plug (no voltage required)
OCS RELOC® OnePass® 5' installed
IMP Integrated modular plug
WGX External wireguard installed
MSE360 360⁰ motion sensor, embedded, high bay
MSI5 Occupancy sensor pre-wired
MSI3605 360⁰ motion sensor pre-wired
CSA6 Listed and labeled to comply with Canadian Standards

Notes
1	 Lamps installed are F54T5HO/841 unless otherwise specified.
2	 5/55⁰F warranty with open fixtures only.
3	 For wireguard in door frame, add “WG” to shielding. Ex. A12125WG.
4	 49W lamps	
5	 Specify voltage.	
6	 Required for 347V only.

I-BEAM®, IBZ
Fluorescent High Bay (T5HO)

Example: IBZ 654L WD ACL GEB10PS90 CS1W WGXSpecifications subject to change.ORDERING INFORMATION



26
Updated 05/09/18.
Subject to change without notice.

Northeast Region
Made-to-Order Series

Series Lamp Type Distribution Shielding2 Voltage Ballast Configuration Ballast4

IBZ Lamp Installed:1

432L 4-lamp 32W T8
632L 6-lamp 32W T8
832L 8-lamp 32W T8
Unlamped:
432 4-lamp 32W T8
632 6-lamp 32W T8
832 8-lamp 32W T8

(blank) Narrow distribution, 
≤5% uplight

WD Wide distribution, 
≤5% uplight

(blank) No shielding
ACL3 Clear acrylic, 

0.125"

(blank) MVOLT
HVOLT 347V-480V

(blank) Standard configuration (blank) T8 electronic, 
instant start, 
1.15-1.20 BF

GEB10PSH T8 electronic 
ballast, 
≤10% THD, 
programmed 
rapid start, 
1.15-1.20 BF

Lamp Color Options

(blank) F32T8/841
LP850 F32T8/850
LPS850 F32T8/850

OCS RELOC® OnePass® 5' installed
IMP3 Integrated modular plug
WGX External wireguard installed
MSI2 Occupancy sensor pre-wired
MSI3602 360⁰ motion sensor pre-wired
LAOZU 360⁰ motion sensor pre-wired
CS1W Straight plug, 120V
CS11W Twist-lock, 277V
CS93W 600 S0 white cord, no plug (no voltage required)
CSA5 Listed and labeled to comply with Canadian Standards

Notes
1	 Lamps installed are F32T8/841 unless otherwise specified.
2	 Specify voltage.
3	 Must be factory installed.
4	 Recommend for heights of 30-45’. Not available with 208V or 480V.
5	 Required for 347V only.

I-BEAM®, IBZ
Fluorescent High Bay (T8)

Example: IBZ 654L WD ACL GEB10PS90 CS1W WGXSpecifications subject to change.ORDERING INFORMATION


